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ABOUT THIS MANUAL

Purpose

This manual desciibes the assembly, installation, operation and troubleshooting of this unit. Please read
this manual carefully before installations and operations. Keep this manual for future reference.

Scope

This manual provides safety and installation guidelines as well as information on tools and wiring.

SAFETY INSTRUCTIONS

WARNING: This chapter contains important safety and operating instructions. Read and
keep this manual for future reference.

1. Before using the unit, read all instructions and cautionary markings on the unit, the batteries and all
appropriate sections of this manual.

2. CAUTION --To reduce risk of injury, charge only deep-cycle lead acid type rechargeable batteries.
Other types of batteries may burst, causing personal injury and damage.

3. Do not disassemble the unit. Take it to a qualified service center when service or repair is required.
Incorrect re-assembly may result in a risk of electric shock or fire.

4. To reduce risk of electric shock, disconnect all wirings before attempting any maintenance or cleaning.
Turning off the unit will not reduce this risk.

5. CAUTION i Only qualified personnel can install this device with battery.

6. NEVER charge a frozen battery.

7. For optimum operation of this inverter/charger, please follow required spec to select appropr iate cable
si ze. l'tés very important to correctly operate this

8. Bevery cautious when working with metal tools on or around batteries. A potential risk exists to drop
a tool to spark or short circuit batteries or other electrical parts and could cause an explosion.

9. Please strictly follow installation procedure when you want to disconnect AC or DC terminals. Please
refer to INSTALLATION section of this manualfor the details.

10. Fuses are provided as overcurrent protection for the battery sup ply.

11. GROUNDING INSTRUCTIONSThis inverter/ charger should be connected to a permanent grounded
wiring system. Be sure to comply with local requirements and regulation to install this inverter.

12. NEVER cause AC output and DC input short circuited. Do NOT conect to the mains when DC input
short circuits.

13. Warning !! Only qualified service persons are able to service this device. If errors still persist after
following troubleshooting table, please send this inverter/charger back to local dealer or service center
for maintenance.
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INTRODUCTION

This hybrid PV inverter can provide power to connected loads by utilizing PV power, utility power and battery
power.

Hybrid inverter

Distribution Box
- ‘
/ m LT
/ [ nonon
PV module
Q Electric grids
=
Battery Load

Figure 1 Basic hybrid PV System Overview

Depending on different power situations, t his hybrid inverter is designed to generate continuous power from PV
solar modules (solar panels), battery, and the utility. When MPP input voltage of PV modules is within
acceptable range (see specification for the details), this inverter is able to generate power to feed the grid
(utility) and charge battery. Never connect the positive and negative terminals of the solar panel to

the ground. See Figure 1 for a simple diagram of a typical solar system with this hybrid inverter.

Flin Energy



Product Overview
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NOTE: For parallel installation and operation, please check Appendix /.
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RGB LED ring (refer to LCD Setting section for the details)
LCD display

Function buttons

PV connectors

AC input connectors

AC output connectors (Load connection)

Battery connectors

Current sharing port

Parallel communication port

Circuit breaker

. Power switch

Dry contact

USB port as USB communication port and USB functionport
RS 232 communication port

BMS communication port: CAN, R$485 or RS-232
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INSTALLATION

Unpacking and Inspection

Before installation, please inspect the unit. Be sure that nothing inside the package is damaged. You should
have received the following items inside of package:

@ e

Inverter CD User manual Communication cable

Pre paration

Before connecting all wirings, please take off bottom cover by removing two screws as shown below.

Mounting the Unit

Consider the following points before selecting where to install:
Do not mount the inverter on flammable construction
materials.

Mount on a solid surface.

Install this inverter at eye level in order to allow the LCD
display to be read at all times.

The ambient temperature should be between -10°C and
50°C to ensure optimal operation.

The recommended installation position is to be adhered to
the wall vertically.

Be sure to keep other objects and surfaces as shown in the

B

right diagram to guarantee sufficient heat dissipation and
to have enough space for removing wires.

é SUITABLE FOR MOUNTING ON CONCRETE OR
OTHER NON-COMBUSTIBLE SURF ACE ONLY.
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Il nst al
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Battery Connection

CAUTION: For saf

n S 0ome

unit by

SCcCrewi

ng

three screws.

ety operation

and

applications,

regul ation

It o6s

recommé¢

comp-curennce, i
protector or disconnect device between battery and inverter. It may not be requested to have a disconnect
device

h ocureent @rotection instafled. Pleasd réfer r e q u e s
to typical amperage in below table as required fuse or breaker size.

WARNING! All wiring must be performed by a qualified personnel.

WARNING!

Ring terminal:

It's very important for system safety and efficient operation to use

appropriate cable for battery connection. To reduce risk of injury, please use the

proper recommended cable and terminal size as below. i
Recommended battery cable and terminal size

Model Typical Battery Wire Size Ring Terminal Torque

Amperage Capacity Cable Dimensions Value
mm?2 | D(mm) |L(mm)
6KW Dual 1*2AWGor
137A 200AH 28 6.4 42.7 2~3 Nm
Output 2*6AWG

Please follow below steps to implement battery connection:

1. Assemble battery ring terminal based on recommended battery cable and terminal size.
2. Insert the ring terminal of battery cable flatly into battery connector of inverter and make sure the nuts are

tightened with torque of 2-3 Nm. Make sure polarity at both the battery and the inverter/charge is correctly

connected and ring terminals are tightly screwed to the battery terminals.
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>

WARNING: Shock Hazard
Installation must be perfo rmed with care due to high battery voltage in series.

>

CAUTION!! Do not place anything between the flat part of the inverter terminal and the ring

terminal. Otherwise, overheating may occur.

CAUTION!! Do not apply anti-oxidant substance on the terminals before terminals are connected
tightly.

CAUTION!! Before making the final DC connection or closing DC breaker/disconnector, be sure
positive (+) must be connected to positive (+) and negative ( -) must be connected to negative ( -).

AC Input /Output Connec tion

CAUTION!

I Before connecting to AC input power source, please install a separate AC breaker between

inverter and AC input power source. This will ensure the inverter can be securely disconnected during

maintenance and fully protected from over current of AC input.

CAUTION!
and output

WARNING

WARNING
connection

! There are two terminal bl ocks with 0 {cdhdectanput
connectors.

I All wiring must be performed by a qualified personnel.

I It's very important for system safety and efficient operation to use appropriate cable for AC input

. To reduce risk of injury, please use the proper recommended cable size as below.

Suggested cable requirement for AC wire s
Model Gauge Torque Value
6KW Dual Output 10 AWG 1.2~ 1.6 Nm

Pleasefollow below steps to implement AC input/output connection:

1. Before

making AC input/output connection, be sure to open DC protector or disconnector first.

2. Remove insulation sleeve 10mm for eight conductors. And shorten phase L and neutral conductor 3 mm.
3. Insert AC input wires according to polarities indicated on terminal block and tighten the terminal screws. Be
sure to connect PE protective conductor (@) first.

x Ground (yellow -green)

Lx LINE (brown or black)
Nx Neutral (blue)

A

WARNING:
Be sure that AC power source is disconnected before attempting to hardwire it to the unit.

4, Then,i

Flin Energy

nsert AC output wires according to polarities indicated on terminal block and tighten terminal screws.
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Be sure to connect PE protective conductor (@) first.
@x Ground (yellow -green)

L1x LINE (brown or black)

N1x Neutral (blue)

L2x LINE (brown or black)

N2 x Neutral (blue)

5. Make sure the wires are securely connected.

CAUTION: Important
Be sure to connect AC wires with correct polarity. If L and N wires are connected reversely, it may cause utility
short-circuited when these inverters are worked in parallel operation.

CAUTION : Appliancessuch as air conditioner are required at least 2~3 minutestorestart because it
to have enough time to b alance refrigerant gas inside of circuits. If a power shortage occurs and recovers in a
short time, it will cause damage to your connected appliances. To prevent this kind of damage, please check
manufacturer of air condi t ideay éunction lhefore inshaiatioe. qQtherwige e tdis
inverter/charger will trig overload fault and cut off output to protect your appliance but sometimes it still causes
internal damage to the air conditioner.

PV Connection

CAUTION: Before connecting to PV modules, please installseparately a DC circuit breaker between inverter
and PV modules.

WARNING! All wiring must be performed by qualified personnel.

WARNING: Please switch off the inverter before you connect PV modules. Otherwise, it will damage the
inverter.

WARNING! It's very important for system safety and efficient operation to use appropriate cable for PV
module connection. To reduce risk of injury, please use the proper recommended cable size as below.

Model Typical Amperage Cable Size Torque
6KW Dual Output 27A 10AWG 2.0~2.4Nm

PV Module Selection:

When selecting proper PV modules, please be sure to consider below parameters:

1. Open drcuit Voltage (Voc) of PV modules not exceeds max. PV array open circuit voltage of inverter.
2. Open drcuit Voltage (Vog) of PV modules should be higher than min. battery voltage.

Solar Charging Mode
INVERTER MODEL 6KW Dual Output
Max. PV Array Open Circuit Voltage 500 Vdc
PV Array MPPTVoltage Range 120~430Vvdc
MPP Number 1

7
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Please follow below steps to implement PV module connection:

1. Remove insulation sleeve 10 mm for positive and negative conductors.

2. Check correct polarity of connection cable from PV modules and PV input
connectors. Then, connect positive pole (+) of connection cable to positive
pole (+) of PV input connector. Connect negative pole ( -) of connection cable

to negative pole (-) of PV input connector.

Recommended PV module Configuratio n

] +

F
==

PV Module Spec.
(reference)

- 250Wp

- Vmp: 30.7Vdc

- Imp: 8.15A

- Voc: 37.4Vdc

- Isc: 8.63A

- Cells: 60

Total solar input power Solar input Q'ty of module s
1500W 6 pieces in series 6 pcs
2000w 8 pieces in series 8 pcs
2750W 11 pieces in series 11 pcs

6 pieces in series
3000W i i 12 pcs
2 strings in parallel
8 pieces in series
4000W . . 16 pcs
2 strings in parallel
10 pieces in series
5000W . . 20 pcs
2 strings in parallel
12 pieces in series
6000W 24 pcs

2 strings in parallel

Final Assembly

After connecting all wirings, please put bottom cover back by screwing two screws as shown below.

Flin Energy




Communication Connection

Serial Connection

Please use supplied communication cable to connect toinverter and PC. Insert bundled CD into a computer and
follow on-screen instruction to install the monitoring software . For the detailed software operation, please
check user manual of software inside of CD.

Wi -Fi Connection

Wi-Fi module can enable wireless communication between offgrid inverters and monitoring platform. Users
have complete and remote monitoring and controlling experience for inverters when combining Wi -Fi module
with SolarPower APP, available for both iOS and Android based device. All data loggers and parameters are
saved in iCloud. For quick installation and operation, please refer to Appendix Il - The Wi-Fi Operation Guide
for details.

10031706103300
Battery Mode

Basic Information

Dry Contact Signal

There is one dry contact (3A/250VAC) available on the rear panel. It could be used to deliver signal to external
device when battery voltage reaches warning level.

s
Unit Status Condition Dry contact port: :,cmc‘:,(‘,
NC & C NO &C
Power Off | Unit is off and no output is powered. Close Open
Output is powered from Utility . Close Open
Output is | Program 01 | Battery voltage < Low DC warning
Open Close
powered set as SUB | voltage
from Battery voltage > Setting value in
Battery or Program 21 or battery charging Close Open
Power On | Solar. reachesfloating stage
Program 01 | Battery voltage < Setting value in
. Open Close
is set as | Program 20
SBU Battery voltage > Setting value in
Program 21 or battery charging Close Open
reaches floating stage

9
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OPERATION

Power ON/OFF

Once the unit has been properly installed and the batteries are connected well, simply press On/Off switch
to turn on the unit.

Operation and Display Panel

The operation and display panel, shown in below chart, is on the front panel of the inverter. It includes one
RGB LED ring,four touchable function keys and a LCD display, indicating the operating status and
input/output power information.

» RGBLED ring

LCD Display

Touchable
Function keys

Touchable Function Keys

Function Key Description
U ESC To exit the setting
USB function selector To enter USBfunction setting
7 N Up To last selection
v Down To next selection
! Enter To confirm/enter the selection in setting mode
10
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LCD Display Icons

b
L4

&/

@)

oo

FLOAT

Ccv

“eno L

R)N*?@

HARGING

USER

DiSC!

MAX |—|
AC

I

_-r-A/f

_I_

v

@ UPS APL

L1

L2

L3

Hz

vquip

LOAD

25

BATT -
100 | [ 75 [0y &\%/—1&.‘1 | | o0 QST

AC OUTPUT

L1

i

[SETTING|
| DAY |
IMONTH
[ YEAR |

H:

- Eh

{ 8 2 1

P1
o P2
ll(\w <"| v
L]
FHZ _I I A
. Ooac
I P I Il N I |
i o, & HHHH

Icon

Function description

Input Source | nformation

@ups;\m
Amim|m
L2 et L
s I

Indicates the AC input voltage and frequency.

HEH.

Indicates the PV voltage, current and power.

FLOAT

i-io

cv DE S
~xHHH, |
DISCHARGING

“*HEH.

Indicates the battery voltage, charging stage, configured battery
parameters, charging or discharging current.

Config uration Program and Fault Information

e

AN I‘%I‘I Il
HHEEEH:

H

Indicates the setting programs.

Indicates the warning and fault codes.

wmlmles AEH
mimis Warning: flashing with warning code.
o i
e o s I—I I:I B FAULT

Fault: 1 lighting with fault code.

Output Information

Flin Energy
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AC OUTPUT
— et L |/
A

kw

HEH.

frequency.

Indicate the output voltage, load in VA load in Watt and output

Battery | nformation

BATT

100 | [77s (15013 &\

Indicates battery level in battery mode and charging status in line mode
by 0-24%, 25-49%, 50-74% and 75-100%.

When battery is charging, it will present battery charging status.

Status Battery voltage LCD Display
<2V/cell 4 bars will flash in turns.
Constant 2 — 2 083V/cell The right bar will be on and the other three bars

will flash in turns.

Current mode /
Constant

2.083 ~ 2.167V/cell

The right two bars will be on and the other two
bars will flash in turns.

Voltage mode

> 2.167 Vicell

will flash.

The right three bars will be on and the left bar

Floating mode. Batteries are fully charged.

4 bars will be on.

In battery mode, it will present battery capacity.

> 2.058V/cell

Load Percentage Battery Voltage LCD Display
BATT
< 1.85V/cell 25\
BATT *
1.85V/cell ~ 1.933V/cell 25 \
Load >50% e | 50 | "N
1.933V/cell ~ 2.017V/cell
75 25
T
> 2.017V/cell oo [T s g 25\
BATT
< 1.892V/cell 25\
BATT :
1.892V/cell ~ 1.975V/cell 25 \
Load < 50% e | 50 | "N
1.975V/cell ~ 2.058V/cell
75 25
T

[ 100 [ 75 [ 0Ty &\

Load | nformation

e

Indicates overload.

Indicates the load level by 0-24%, 25-49%, 50-74% and 75-100%.

0%~24% 25%~49%
LOAD LOAD LOAD
/.&1@1] /& /.&-1-3!
50%~74% 75%~100%
LOAD LOAD
A Y | o
Charger Source Priority Setting Display
»% AR I ndicates setting program 10 ACH
\‘Q, >"/> ASol ar firsto.
f“*_@’ Il ndicates setting program 10 f@ACh
QY " " iSolar and Utilityo.
%’ I ndicates setting program 10 AChH
\\\ ASol ar onlyo.
12
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Output source priority setting displ ay

v
I ndicates settiungupregouame0OprimoOr
ASUBO.
np 4
v
I ndi cates setting program 01 AOu
AiSBUO.
| 2 4

AC Input Voltage Range Setting Display

|
UPS Indicatess et t i ng programLIPEI()isTbelact:
input voltage range will be within 170-280VAC.

i i .
APL Indicatess et t i ng programlll Loi s Thel act
input voltage range will be within 90-280VAC.

Operation Status Information

&

Indicates unit connects to the mains.

®

D
Indicates unit connects to the PV panel.

FLD
[USER

Indicates battery type.

Indicates parallel operation is working.

Indicates unit alarm is disabled.

Indicates Wi-Fi transmission is working.

Indicates USB disk is connected.

) E

13
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LCD Setting

After pressing and holding ENTER buttonfor3secod s, t he unit will enter setting
button to select setting programs. And then, press AEN
exit.
Program Description Selectable option
Escape
11
00 Exit setting mode —
B\ - —
[SETTING] I_ l: |
[
SUBRdefault) Solar energy provides power to the
| loads as first priority.
E}\U | If solar energy is not sufficient to
ClIL power all connected loads, Utility
s energy will supply power to the loads
at the same time.
SBU Solar energy provides power to the
o 1| loads as first priority.
01 Outpu_t source priority Sy If solar energy is not sufficient to
selection Ed
— | | power all connected loads, battery
e energy will supply power to the loads
at the same time.
Utility provides power to the loads
only when battery voltage drops to
either low-level warning voltage or the
setting point in program 20 or solar
and battery is not sufficient.
Appliances (default) If selected, acceptable AC input
(! voltage range will be within
—— 90-280VAC.
E -
— 1
-
02 AC input voltage range
UPS If selected, acceptable AC input
17l voltage range will be within
_— 170-280VAC.
) [
1
220Vac 230V (Default)
17 iE
03 Output voltage — = -
utputvoliag BN —— EN—
— 110 117
[ - 11
14
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240Vac

1
I_I -
— _I (i
[
50Hz (default) 60Hz
1_l 1
04 Output frequency E\I—I | &I—I |
E=nE l: |—| E=nE l: |—|
A -
Charge battery first (default) | Solar energy provides power to charge
= battery as first priority.
I
Bl
1
-
05 Solar supply priority - :
Power the loads first Solar energy provides power to the
- loads as first priority.
I
Bl

Rsli

Overload bypass:

Bypass disable

Bypassenable (default)

When enabled, the unit 11— 11—
06 will transfer to line EJI—l éJl—l
mode if overload occurs > L > =
in battery mode. 1 |_| 1=
Restart disable (default) Restart enable
171 171
07 Auto restart when | ||
overload occurs Eh Eh
[SETTING] I— _| [SETTING] |—
_ 1 1 _ M E
Restart disable (default) Restart enable
1] 1]
08 Auto restart when over |_||_| [
temperature occurs —
I_ H_ | _ =
I I [ I
Feed to grid disable If selected, solar energy is not allowed
(default) to feed to the grid.
1]
[
g
09 Solar energy feed to I H_ I

grid configuration

Feed to grid enable
([
I

e L=

If selected, solar energy is allowed to
feed to the grid.

Flin Energy
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Charger source priority:

If this inverter/charger is working in Line, Sta ndby or Fault mode,

charger source can be programmed as below:

Solar first

ET_ (.
[

Solar energy will charge battery as
first priority.

Utility will charge battery only when
solar energy is not available.

Solar and Utility (default)

Solar energy and utility will charge

10 To configure charger Iml battery at the same time.
source priority [
Edv -
e I
11
Only Solar Solar energy will be the only charger
M source no matter utility is available or
Ll ;
— E’T— — not.
0 I
Maximum charging 60A (default) The setting range is from 10A to
current._ I 120A. Increment of each click is 10A.
To configure total
charging current for e S I
solar and utility E| Il
11 —
chargers.
(Max. charging current
= utility charging
current + solar charging
current)
2A 10A
| ] | ]
| |
- i - [T
- [
20A 30A (default)
| ] | ]
| |
By ——— By ———
e I:l [ e N
13 Maximum utility H -
charging current 40A 50A
| ] | ]
| |
E — E —
17 (.
11 1
60A 70A
| ] | ]
| |
Ew

I 1

Flin Energy
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14

Battery type

80A 90A
| -
(. |
=N |
— In — By ——
[ (i
1
100A 110A
| 7 [
|l .
Eh -
oo = "
- [T
120A
I
I
— = [ 7171
[
AGM (default) Flooded
I [
| (I
E - E -
Cr — |
T .
User-Defined | f fNesfeirnedodo i s s¢g
I charge voltage and low DC cut-off
~ | voltage can be set up in program 17,
— 1 Z 1z 18 and 19.
=
Pylontech battery If selected, programs of 11, 17, 18
[ and 19 will be automatically set up.
1 No need for further setting.
E -
1]
[
WECObattery If selected, programs of 11, 17, 18, 19

Ew
fSerrvg] E I~
[ I

and 20 will be auto-configured per
battery supplier recommended. No
need for further adju stment.
Programs of 20 and 21 parameters
refer to SOC of battery.

Soltaro battery

Ed
— Il
-

If selected, programs of 11, 17, 18
and 19 will be automatically set up.
No need for further setting.

LIb-protocol compatible
battery

Select ALI bo batferyu:
compatible to Lib protocol. If

selected, programs of 11, 17, 18 and
19 will be automatically set up. No
need for further setting.

Flin Energy
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3 party Lithium battery

BN ——
| I
[

If selected, programs of 02, 26, 27
and 29 will be automatically set up.
No need for further setting. Please
contact the battery supplier for
installation procedure.

17

Bulk charging voltage

Default setting: 56.4V
| 1
||

If self-defined is selected in program
14, this program can be set up.
Setting range is from 48.0V to 64.0V.

(C.V voltage) EM o
B C || Increment of each click is 0.1V.
I I
Default setting: 54.0V If self-defined is selected in program
_ _ [ 14, this program can be set up.
18 Floating charging IL Setting range is from 48.0V to 64.0V.
voltage = | |_I_T’T— LI Increment of each click is 0.1V.
B S W
Default setting: 40.8V If self-defined is selected in program
Ilzi 14, this program can be set up.
-t I'T:\I ToTe Setting range is from 40.8V to 48.0V.
L L Increment of each click is 0.1V. Low
DC cut-off voltage will be fixed to
Low DC cut off battery setting value no matter what
19 : percentage of load is connected.
voltage setting
SOC 0% (default) If any type of lithium battery is
(-] selected in program 14, this program
I can be set up. Setting range is from
—rr I 0% to 80%
. I
default setting: 46V Setting range is from 44V to 51V and
11 increment of each click is 1V.
— LI
Eh —
=
Battery stop discharging .
20 voltage when grid is 0 " .
available 10% (default) If any type of lithium battery is
i selected in program 14, this setting
E,#L I will change to SOC automatically.
== 11 Adjustable range is from 5% to 9 5%.
- [
Battery fully charged The setting range is FUL and then
-1 | from 48V to 58V. Increment of each
= | ick i
B - click is 1V.
. E=nE — I |
Battery stop charging -
21 voltage when grid is —
available Default setting: 54V
11
- |
Ew
(I
1
18
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30% (default)
|
I_ |

=
m|ils L

If any lithium battery is selected in
program 14, this parameter will refer
to the SOC of battery and adjustable
from 10% to 100%
each click is 5%.

. Increment of

Return to default display
screen (default)

If selected, no matter how users
switch display screen, it will

17 automatically return to default display
I— - screen (Input voltage /output
s I_ — I voltage) after no button is pressed for
Auto return to default C a5 .
22 . 1 minute.
display screen
Stay at latest screen If selected, the display screen will
17 stay at latest screen user finally
L switches.
Ew
=
I E I
| |
Backlight on (default) Backlight off
11 11
23 Backlight control —_— —_—
E\ — E‘ -
— 11 — 1=
I_ 11 I_ T
Alarm on (default) Alarm off
N |
24 Alarm control _ _
== SETTING| E’\ ==
l_ I = 1=
Ry I_| T
Alarm on (default) Alarm off
L — —
Beeps while primary |:I - |:I -
25 . — = — =
source is interrupted . - — . - —
— I [ 1171 — I [ 1=
T T P
Record enable Record disable (default)
171 171
27 Record Fault code —_ —_
Eh
— E I I | I
I I [
Single: This inverter is used | Parallel: This inverter is operated in
in single phase application. parallel system.
1 A
(. I_ |
AC output mode o S— —
*This setting is only |—| I I | I-' H I
28 available when the - - -
inverter is in standby L1 phase The inverter is operated in L1 phase in
mode (Switch off). o
:||—| 3-phase application.

Flin Energy
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L2 phase

The inverter is operated in L2 phase in

1000 3-phase application.
—
B\ - —
— _l FI 1
=
L3 phase The inverter is operated in L3 phase in
1000 3-phase application.

E - _
[SerTinG] —I Fl 7

Eh
fSerrvg] I E _
=T

Not reset(Default) Reset 10
1 |_ _
29 Reset PV energy storage I— u p— rC
L ]
-
00:00 (Default) The setting range of start charging
o T time for AC charger is from 00:00 to
3p | Startcharging time for L 23:00, increment of each click is 1
AC charger — . - —
T s ialaly hour
L | L
00:00 (Default) The setting range of stop charging
o 7 time for AC charger is from 00:00 to
31 Stop charging time for | 23:00, increment of each click is 1
AC charger — E - —
== hour
L
00:00 (Default) The setting range of scheduled Time
. 17 for AC output on is from 00:00 to
32 Scheduled time for AC L 23:00, increment of each click is 1
output on — B - —
=Errrriri hour.
RNy
00:00(Default) The setting range of scheduled Time
. i for AC output off is from 00:00 to
33 | Scheduled time for AC e 23:00, increment of each click is 1
output off ——— B - —
O E III_III hour.
I I
India(Default) If selected, acceptable feed-in grid
|l voltage range will be 195.5~253VAC.
E,x_l | Acceptable feed-in grid frequency
I I range will be 49~51Hz.
I
_ Germany If selected, acceptable feed-in grid
34 Set country customized 1| voltage range will be 184~264.5VAC.
regulations 1

Acceptable feed-in grid frequency
range will be 47.5~51.5Hz.

South America

If selected, acceptable feed-in grid
voltage range will be 184~264.5VAC.
Acceptable feed-in grid frequency

Flin Energy
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I|
1

=3

SETTING| I—

range will be 57~62Hz.

On/Off control for RGB

Enabled (default) Disable
"t C [
35 *tod s _nec_essa 1 1
enable this setting to E\I - E\I =
activate RGB LED I_ E |1 O3
lighting function.
Low Normal (default)
= =
| |
=N — EN -
| I 1
- I [T
36 Brightness of RGBLED -
High
=
i
- [
I_I |
Low Normal (default)
171 171
1 1
Eh — E -
| 7 migl®
37 Lighting speed of RGB L L
LED High
171
|
- [
I_I |
Power cycling Power wheel
[l Il
I I
B — r -
0 -
I I
38 RGB LED effect -
Power chasing Solid on (Default)
Il [l
L I
E Ex -
L — Il
R =
LED lighting portion will be changed
. . by the percentage of solar input
Solar input power in watt ,
_ power and nominal PV power.
39 Data Presentation of I:I I f ASolid onodo LED
data color B - ring will light up with background
° il o
[ Il color setting in #40.
I f APower wheel 0
LED ring will light up in 4 levels.
21
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I f Acyclingo or fif

#38, LED ring will light up in 12 levels.

Data Presentation of
data color

*Energy source
(Grid-P\+Battery) and

Battery capacity percentage

(Default)
I
-
En —
1
.

SETTING|

LED lighting portion will be changed
by battery capacity percentage.

I f ASolid ond is |
ring will light up with background

color setting in #40.

I f APower wheel 0 |
LED ring will light up in 4 levels.

I f fAcyclingd or @

#38, LED ring will light up in 12 levels.

Load percentage.
I
-

LED lighting portion will be changed
by load percentage.
I f ASolid
ring will light up with back ground
color setting in #40.

ono i s !

| [ 171 I f APower wheel 0 |
39 battery L ar . - .
) - = LED ring will light up in 4 levels.
charge/discharge status . . . 5
) I f Acyclingdo or iy
only available when i - i
) #38, LED ring will light up in 12 levels.
RGB LED effect is set to -
N . Energy source If selected, the LED color will be
i Solniod o i . .
(Grid-P\+Battery) background color setting in #40 in AC
= mode. If PV power is active, the LED
- color will be data color setting in #41.
Crc If the remaining status, the LED color
L will be set in #42.
Battery charge/discharge )
If selected, the LED color will be
status L :
o background color setting in #40 in
—I I—I battery charging status. The LED
ET | color will be data color setting in #41
[ in battery discharging status.
Pink Orange
{1 {1
L L
B\ - — B\ - —
1 I 1 [
0 I
Yellow Green
40 Background color of l{ I_I l{ I_I
RGB LED E:%I C B - e
. I =
Blue Sky blue
I I
I I
B B
1 ||
- ==
22
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Purple White (Default)
I% | 111
_| L
ET_I | - I_il
40 Background color of U LT
RGB LB Other
l{_l fAothero is selec
3 . .
T_I L color is set by RGB via software.
=T
Pink Orange
I% I I% I
| |
. E - — . 2 - —
1 I 1 [T
N N
Yellow Green
I% I I% I
| |
EI% = = =
= | =
I I [ Iy
Blue Sky blue
I% I I% I
41 Data Color for RGB LED | |
ET_ (N ET I |
- -
Purple White (Default)
I% I I% I
| |
B B
=]
R I{I
g 1111
Other If A ot h e rleatedi tlse dataecolor is
| % | set by RGB via software.
|
Ed -
1 1
N
Pink Orange
(I [
(= -
Background color of T E’T_ O
RGB LED only available I— |11 I I_ I—I
42 when data Presentation ~
of data color is set to Yellow Green
Energy source - -
(Grid-P\:Battery). |—I I—I I I_|
- Ed - Ed
— —
1= | I -
d = 1=
23
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42

Background color of
RGB LED only asilable
when data Presentation
of data color is set to
Energy source
(Grid-P\+Battery).

Blue

Sky blue

[SETTING! |

[SETTING!

Ea_ bl

Purple

White (Default)

[SETTING] |—I

; Ed

[SETTING! I |

Other

SETTING] |—I | I

fiothero is selecte

color is set by RGB via software.

60

Low DC cut off voltage
on second output

Default setting: 40.8V

Setting range is from 40.8V to 48.0V.
Increment of each click is 0.1V.
This low DC cut-off voltage will be fixed

- Ed
el 0 15 g i
B

I
E N

i EI"I
E] -

to setting value no matter what
percentage of load is connected.

0% (default)

7 g
|

.‘._

If any type of lithium bat tery is selected
in program 14, this parameter value will
be displayed in percentage and value

=T [
L I

setting is based on battery capacity
percentage. Setting range is from 0% to
95%. Increment of each click is 5%.

61

Setting discharge time
on the 2nd output

Disable (Default)

Setting range is disable and then from O
min to 990 min. Increment of each click
is 5 min.

=

o7 O

il
LI

*If the battery discharge time achieves
the setting time in program 61 and the
program 60 function is not triggered, the
output will be turned off.

62

Scheduled time for 2nd
AC output on

00:00 (Default)

:

Nelels
LIl

E:’ mg
1|
|

Setting range is from 00:00 to 23:00.
Increment of each click is 1 hour.

‘Within scheduled on/off time setting in

program 62 and 63, 2nd AC output will
be turn off based on the setting value in
program 60 or 61.

63

Scheduled time for 2nd
AC output off

00:00 (Default)

Ll

ETT'DNG I—I
I

E:lf T
-
LT

=
r

Setting range is from 00:00 to 23:00.
Increment of each click is 1 hour.

| Within scheduled on/off time setting in

program 62 and 63, 2nd AC output will
be turn off based on the setting value in

program 60 or 61.

Flin Energy
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= For minute setting, the range is from 00
' L - to 59.
95 Time setting i Minute p— | I_I‘T,x ——
N I B
- For hour setting, the range is from 00 to
. 23,
96 Time setting i Hour Tl I‘TX e
(N Sy
177 For day setting, the range is from 00 to
=y 31
97 Time settingi Day ——nl B —_ '
(N S I
0l For month setting, the range is from 01
. I I to 12.
98 Time settingi Month I L
(NS I
1 For year setting, the range is from 16 to
1 99.
99 Time setting i Year T = T
L H |

USB Function Setting
Follow below steps to upgrade firmware.

Procedure

LCD Screen

Step 1: Insert an USB disk into the USB port (N in product overview). Pressand
hold FU(‘) b u tort3@atonds to enter USB Function Setting Mode. It will show

R [
Fﬁo on trigrec doope rCCOI0idLCH

I

[ 1]
[

Step 2: Pressf4=0 b ut teadnhe filofrom the U SBdisk. If there is no burning fil e, the LCD will alert "U01".

Otherwise it will enter the next step.

Step 3:

Pressf 4\ o button choose fiyeso to start the firmware upgrade . c l_E-\ e
Or press FQ dor 7 W & button to return to main screen. JC 1 Tl
Step4: | f Ayes o | sstarstheelfiremware,upgratle. Whe LCD will UFID

_ 1z
. U . . NuimP
display CHE J10 and complete progress in percentage on the right. ra o
represents 88% completion progress. Once 100% is complete, press ﬁO() button
to return to main screen.

JES A

If no button is pressed for 1 minute, it will automatically return to  main screen.

Error message for USB On -the -Go functions:

Error Code Messages

1 | No USB disk is detected.
1] |
1 ] USB diskis protected from copy.
1
] 5] Document inside the USB disk with wrong format.

If any error occurs, error code will only show 3 seconds. After 3 seconds, it will automatically return to

display screen.

25
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Display Setting

The LCD display inf

is switched as the following table in order.

widg

or mati on

(VD ek g setedtaple information u r n s

Selectable information

LCD display

Utility voltage/ Utility
frequency

Input Voltage=230V, Input frequency =50Hz
oo

1

ev|”

BATT

(=iiN

e [ -
® )

I Il I_

HL.

50 | .
_ — fc’i""i
'IH ||HT
—t v - ‘III
[ | I—II—I
E”—”—IH: | |
_ll_ll_ll_l (I
C Lo E

440,

PV voltage PV

Default
Display current/ PV power
Screen

PV1 voltage=180V, PV1 current=8.0A, PV1 power=1440W

e e “5H[)

5o [ e

y I_ |_| CHARGING
El‘lTTLL _l I_l I—l Y ”]AJ LOAD

ﬂﬂrl Fﬁg?_} IHI
L1
| g [ |uuv
I_ 1l I
| 1l 4 I_lA
[l rl
miml | 1T
IEI [N lil |l I

Battery voltage,
charging stage/

Battery voltage=50.0V, Bulk charging voltage=56. 0V, Charging

current=10A

ev|”

I
S — = 0Ly
°“%VWI1H bl

= JLL

BATT

o)

Flin Energy

Configured battery - o,
parameters/ Charging ®_| “I Fl‘i °i‘|"|”lﬂ 0l I_
or discharging current — ., > o ICIC,
Crr I_ I—I I—I
| | I | | IEHA
a1
cLOE 1H A,
26
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Selectable information

LCD display

Battery voltage,
charging stage/
Configured battery
parameters/ Charging
or discharging current

Battery voltage=54.0V, Floating charging voltage=54.0V, Charging
current="7.8A

S —_ “°“5'%uﬂ
(»Cimj I wmekw
Bm’rLL | | I—|V —HHAJ LOAD
50 | gl
—‘ AC OUTPUT
=17 F:l . T | ||-|
I, I— 1Ll [,
Crr C In
m|HEM m|HIEM LI
I
wsa JICLCICL (O -
EHUHIEI I

Battery voltage=50.0V, Low DC cut-off voltage=4 2.0V, Discharging
current=10A

[ e o420
i
e -  JLLL T
[ 5o | LN ; s 1HET
AP _ ACOEPUT _
m |v3Jd T fals =
Il | =
I Z I Il
Default I 4 s 0 I.HA
Display miniginRin [ | I
Screen I Iy

L1 output
voltage/output
frequency, L2 output
voltage/output
frequency, load in VA,
load in Watt switch
every 5 second

L1 output voltage =230V, L1 output frequency=50Hz

"SR]

S — —
el NI -
1 | P
mrz—i\(; QUTPUT
ﬂﬂn w17 ||n
||_|\,[E'_n_|T ICI.

T o M In
| Suum LI a
I

esa ICLCICL O -
EHULIEI L

L2 output voltage=230V, L2 output frequency=50Hz

"SR]

S —_ —_
el o o
Lo Al ml
By S o ®
o o L e [
C |||\,[E'_n_|T (m]wR

np 4

Flin Energy

i M Il
i e Euum LI
I
esa ICLCCL 1O n
EUUDID I
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Selectable information

LCD display

L1 output
voltage/output
frequency, L2 output
voltage/output
frequency, load in VA,
load in Watt switch
every 5 second

Total load in VA=2.0KVA L1 output frequency=50Hz

je— ENDI—h—I—l\I
I © Tt T B | I - 1
fﬂ v ;akm
[ 50 [ RELINN —) = gt 150
ACOEPIi — _
I E 1, uu|
I, I— L2 [,
M Z I ari
| I [
|l
AL 1
C LI ||E|| HL{L‘”

Total load in Watt=1.9KW, L1 output frequency=50Hz

C

BATT

il |
® ||

w10 |

LOAD

Default AN r—
oo T
"1 SO | IIHI
I—I v I. —| kw ‘"l - _l \
1 —rr N
[ O I Ll
[T
wea LT 1
| CLLD i0 L.
Real date 2020-08-18,
AGM | ENBqI I—lV
! I e |
f; Ly |qun
[ so [ v e 1ET
Real date. Aot _ AC OUTPUT — _
= Talas
I—I v | — kW <"| l I—l I—I v
[T Crr Il
[ A w [
Il [
wa | [ 171
| e O,
Real time 10:08.
1
AGM = END I—IV
! @ "I mmmw
ﬁﬂ H|Ep |&Lﬂ
[ 50 | g ; ki THETH
Real time. aet AC OUTPUT @

A== n = =)

== 4
CIrr Il
|| CILla
(I
[T
[P HL{ I

Flin Energy
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Selectable information

LCD display

PV energy generated today

PV energy generated today = 8Wh.

[T
| -
o> JLiLL R

BATT LOAD

T .\ N i 1 EC
APL
AC OUTPUT
|__JL| IL.II_Iv

I 1
He | | 1l a

q. MO

ol v

1

PV energy generated this month

PV energy generated this month = 8kWh.

j —_ ENDLHIJDJ
I 1
:lu 0

BATT LOAD

[ so | GRECENGN — ZgREU | 5o |

- reovir —®
F|u| Talm

= L_Fﬂﬁ lH&#V

| | I I

- MO

I kWh

PV energy generated this year

PV energy generated this year = 108kWh,

[ — LH20)
L -
@’1 Ilul_lv 0.

BATT LOAD

|50 [N

v 1T
APL
AC OUTPUT

sR=E

I_h
C I ]
. L L ClL »

T

i I

Total PV enegy generation

Total PV energy generation = 108kWh.

j —_ ENDLHIJDJ
I 1
:Iu )

BATT LOAD

[ so | GRECENGN — ZgREU | 5o |

APL
AC OUTPUT

"2l (==X
[ Il -1
[ i | I ]

R

Flin Energy
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Selectable information

LCD display

Main CPU versionchecking.

Main CPU version 00050.72.

J — ENDL'”—{.DV\
‘@ "1
o® LA

BATT LOAD

[ 100 | [ 75 [ oo e

1 FE"“ T
1
i

=is

upPs

0. A

I I_I_I

Secondary CPU versiorchecking.

Secondary CPU version 00022.01.

J— AGM — f—
‘@ "I
o® L,

BATT LOAD

il

DISCHARGING

[ 100 | [ 7 [0 gRECENG— T

. FT i
]
]

uPs

0. ED.

Flin Energy

|| :I :l |
LHCCCu | !
Operating Mode Description
Operating m ode Behaviors LCD display
Battery is charged by utility.
$>%' I_ |_I ““5'_{va =
| | P iy
- el V EIJ.I—IA
Standby mode BATT Loap
Note: | 75 | J o ToRELEN
ote: AC OUTPUT
*Standby mode: The inverter _| (I F |—|—‘ P1 7
is not turned on yet but at Il_lll—! v Ir!"
this time, the inverter can I I_I e IF:A
charge battery without AC No output power, solar |—| I wh Llw
output. or ilabl charger Battery is charged by PV energy
*Power saving mode: If available ( | =
oo _ =54H)  F
enabled, the output of |_|| | o
inverter will be off when Wl —l I—“—l v 3 —I.DJLW
connected load is pretty low [ 75 |, TQRECEN
or not detected. " . F Ac °”“’|L1|—‘ ICl I_I
I, I_I 1
I Inin
[ I_I e [L1Lla
(|
I _IE h |EEI_IW
30




Standby mode No output power, solar | Battery is charged by utility and PV energy.
. or utility charger _ o) =
Note: . > Sl
ote . available hd %b - E| I EjﬁEJ
.Standby mode: The inverter “L _| | _|.|_|v EDDJ
is not turned on yet but at BATY LOAD
e )
this time, the inverter c an _—— AC OUTPUT
charge battery without AC _I I_i F |_|—‘ I I_i
v v
output. ] |r|r|
*Power saving mode: If L e |—|"= | “—”F:A
enabled, the output of H EI . |EBI_IW
inverter will be off when Battery is charged by PV energy and feed PV energy to
connected load is pretty low grid.
or not detected. S - | WEII‘IE‘VI =
1 | | PR
BATT LOAD
Ny i,
—‘ AC OUTPUT
o | - T Talal
e e
l—”J Hz I—l Hz “—”—IA
I M
I
| ag. (BE0.
No charging.
oo L S A
B o o
= T
BATT LOAD
Ny i,
art _ AC OUTFLi _
o
I, I Il
I I il
IJ Hz I—I Hz I_IA
M
I
‘ IH EI " Llw
Utility charges battery and provides power to load.
oo/ _ = OHH) T
| e
= "B
Output power from o | P =
Line mode utility.  Charger is @ AC OUTPUT
available _| _| I S |_—‘ |_|
(| Y PR I |
I il
o | | | LI A
1
H E " Llw
31
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PV energy, battery power and utility provide power to

load.
oo e WHE] T
O
1 | | PR

[ 75 [Jco QNN — =, |

REET =E AN

v

i il [
| J | I [LILla

- Ag. BE0.

@

I5V energy and utility charge battery, and utility
provides power to load.

o s =1

Z I —
aa ], “H]

Ny i, g
—— iCOUTF!.i _ _
Eln F 1) ﬂ Talak
ALl I 1
N 1 Imim!
I Al w [t a
I M
Output  power from HH wh 'EEUW
Line Mode Ut'“t.y' Charger is PV energy charges battery, utility and PV energy
available .
provide power to the load.
oo R P
T e
1 [ —]
Ny i, g
—— iCOUTF!.i _ _
Eln F 1) ﬂ Talak
ALl I 1
N 1 Imim!
I Al w [t a
I M
| AR~ BEO.
PV energy charges battery, PVenergy provides power
to the load and feeds remaining energy to the grid.
oo s =1
I |
== TR
Ny i, g
. icouwti — _
Eln F 1) ﬂ TaTan
i | I 1
N 1 Imim!
I_I|_qu Al w [t a
I M
g~ AL
32
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PV energy and battery energy supply power to the
S

Iqad.
= e HE] =
| ] I —
e B el

BATT LOAD

| 75 |J 50 [QRECENR— eI 5, |
he _ Acouwni — _
M F | ﬂ e nl
L. DI ||
I~ El_ll_l Imim!
|l 4z I [T

aq.  IFEL.

I5V energy charges battery and provides power to thé

load.
oo B =
| -
[ | 1 P =
Output power from - [ 7s 11 IURTENNARTE .
Battery mode battery or PV Ac ouTPUT %
M F‘l |‘ﬂ Tl
L. LI ICIC,
I [: M Inin
[ ] [L1L]a
I
I
a H " IEEI_IW

Battery provides power to the load.
S

4B -
| ] I
e B el

LOAD

_ Acouteur _
M F_l I "0
L. L L.
Crr 1
IJ Hz J I—“—I Hz I_I A

an. L.

PV provides power to the load.

D]

e — HHE
- 1t

BATT LOAD

Only PV mode Output power from PV : ACOUTPUT
N F‘l |‘ﬂ TaluR
I, | 1,
[ l: 711 111
™ I | 1 1 Y

ag - EEuw
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No charging.
' M =
oo R
Fault mode |_ 11 -
o =
ote: BATT LoAD
*Fault mode: Errors are No output, no - i i)
caused by inside circuit error charging. _ AG OUTPUT o _
or external reasons such as [ t | |V [
over temperature, output Il__! v Il__! IF! v
short circuited and so on. Ll Ll Lia
1
I: I_I FAULT
L Itw
Warning Indicator
Warning Code Warning Event Icon flashing
01 Fan locked i i I A
02 Over temperature El A
iy
03 Battery over charged o A
04 Low battery I— A
il a
07 Overload —
/i 1R TR 2@
10 Inverter power derating i D A
bP Battery is not connected i_l i—l A
32 Communication lost between :l :l A
com. port and control board |

Flin Energy
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Faults Reference Code

Fault Code Fault Event Icon on
01 Fan is locked. i : I
02 Over temperature - : El
03 Battery voltage is too high. = : Ell
05 Output is short circuited. » : E
06 Output voltage is abnormal. : : EI
07 Overload time out. My
08 Bus voltage is too high. w gl
09 Bus soft start failure. » : IE
10 PV current is over. - 1
11 PV voltage is over. :

12 Charge current is over. : :I
o1 Over current or surge - IEI

52 Bus voltage is too low. : IEI EI
53 Inverter soft star t failure. : El E
55 Over DC offset in AC output - 5 IEI
57 Current sensor failure. - 5 —I
58 Output voltage is too low. - IE' E}

Flin Energy
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CLEARANCE AND MAINTENANCE FOR ANTI -DUST KIT

Overview

Every inverter is already installed with anti-dusk kit from factory. Inverter will automa tically detect this kit and
activate internal thermal sensor to adjust internal temperature. This kit also keeps dusk from your inverter and
increases product reliability in harsh environment.

Clearance and Maintenance

Step 1: Removethe screws on the top of the inverter.

N
RN

SR
ARRRRR
RIS

Y

N

N\

Step 3: Clean air filter foam and dustproof case. After clearance, re-assemble the dust-kit back to the inverter.

NOTICE: The anti-dust kit should be cleaned from dust every one month.
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SPECIFICATIONS

MODEL

6KW Dual Ouput

RATED OUPUT POWER 6000W

PV INPUT (DC)

Max. PV Power 6000W

Max. PV Array Open Circuit Voltage 500 VDC

PV Input Voltage Range 120 VDC~500 VDC
MPPT Range @ Operating \dltage 120 VDC~430 VDC
Max. PV Array Short Circuit Current 27A
Number of MPP Tracker 1

GRID -TIE OPERATION

GRID OUTPUT (AC)

Nominal Output Voltage 220/230/240 VAC

Feedin Grid Voltage Range

195.5~253 VAC @India regulation
184 ~ 264.5 VAC @Germany reguation
184 ~ 264.5 VAC @South America regulation

Feedin Grid Frequency Range

49~51Hz @India regulation
47.5~51.5Hz @Germany regulation
57~62Hz @South America

Nominal Output Current 26A
Power Factor Range >0.99
Maximum Conversion Efficiency (DC/AC) 96%

OFF-GRID, HYBRID OPERATION

GRID INPUT

Acceptable Input Voltage Range

90 - 280 VAC or 170- 280 VAC

Frequency Range

50 Hz/60 Hz (Auto sensing)

Transfer Time

< 10ms (For UPS)
< 20ms (For Home Appliances)
< 50ms (For parallel operation)

Rating of AC Transfer Relay 40A
BATTERY MODE OUTPUT (AC)

Nominal Output Voltage 220/230/240 VAC
Output Waveform Pure Sine Wave
Efficiency (DC to AC) 93%
BATTERY & CHARGER

Nominal DC Voltage 48 VDC
Maximum Charging Current (from Grid) 120A
Maximum Charging Current (from PV) 120A
Maximum Charging Current 120A
GENERAL

Dimension, D X W X H (mm) 140 x 295 x 468
Net Weight (kgs) 12
INTERFACE

Parallelable Yes
External Safety Box (Optional) Yes

Communication

RS232Dry-Contact/WiFi

ENVIRONMENT

Humidity

0 ~ 90% R H (No condensing)

Operating Temperature

-10°C to 50°C
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TROUBLE SHOOTING

Problem

LCD/LED/Buzzer

Explanation / Possible cause

What to do

Unit shuts down
automatically
during startup
process

LCD/LEDsand buzzer
will be active for 3
seconds and then
complete off.

The battery voltage is too low
(<1.91VICell)

1. Re-charge battery.
2. Replace battery.

No response after
power on.

No indication.

1. The battery voltage is far too
low. (<1.4V/Cell)

2. Battery polarity is connected
reversed.

1. Checkif batteries and the
wiring are connected well.
2. Re-charge battery.

3. Replace battery.

Mains exist but the
unit works in
battery mode.

Input voltage is
displayed as 0 on the
LCDand green LEDis
flashing.

Input protector is tripped

Checkif AC breakeris tripped
and AC wiring is connected
well.

Green LEDis flashing.

Insufficient quality of AC power.
(Shore or Generator)

1. Checkif AC wires aretoo
thin and/or too long .

2. Check if generator (if
applied) is working well or if
input voltage range setting is
correct. (UPSA Appliance)

Green LEDis flashing.

SetfiSolarF i r as thépriority of
output source.

Change output source priority
to Utility first.

When the unit is
turned on, internal
relay is switched on
and off repeatedly.

LCDdisplay and LEDs
are flashing

Battery is disconnected.

Checkif battery wires are
connected well.

Buzzer beeps
continuously and
red LEDis on.

Fault code 07

Overload error. The inverter is
overload 110% and time is up.

Reduce the connected load by
switching off some
equipment.

Fault code 05

Output short circuited.

Checkif wiring is connected
well and remove abnormal
load.

Fault code 02

Internal temperature of i nverter
component is over 100°C.

Check whether the air flow of
the unit is blocked or whether
the ambient temperature is
too high.

Fault code 03

Battery is over-charged.

Return to repair center.

The battery voltage is too high.

Checkif spec and quantity of
batteries are meet
requirements.

Fault code 01

Fan fault

Replace the fan.

Fault code 06/58

Output abnormal (Inverter voltage
below than 190Vac or is higher
than 260Vac)

1. Reduce the connected
load.
2. Return to repair center

Fault code
08/09/53/57

Internal components failed.

Return to repair center.

Fault code 10

Surge

Fault code 12

DC/DC over current or surge.

Fault code 51

Over current or surge.

Fault code 52

Bus voltage is too low.

Fault code 55

Output voltage is unbalanced.

Restart the unit, if the error
happens again, please return
to repair center.

Fault code 56

Battery is not connected well or
fuse is burnt.

If the battery is connected
well, please return to repair
center.

Fault code 11

Solar input voltage is more than 500V.

Solar input voltage is more than
500V.
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Appendix I: Parallel function

1. Introduction

This inverter can be used in parallel with two different operation modes.

1. Parallel operation in single phase is with up to 9 units. The supported maximum output power is
54KW/54KVA.

2. Maximum 9 units work together to support three -phase equipment. Maximum seven units support one
phase.

NOTE: If this unit is bundled with share current cable and parallel cable, this inverter is default supported

parallel operation. You may skip section 3. If not, please purchase parallel kit and install this unit by following

instruction from professional technical personnel in local dealer.

WARNING: Please make sure all output N wires of each inverter should be connected always. Otherwise, it will

cause fault in error #72.

2. Package Contents
In parallel kit, you will find the following items in th e package:

N

= ! —

E]O —=

=Bﬂ><ﬂﬂc
=1 =

Parallel board Parallel communication cable  Current sharing cable

3. Parallel board installation

Step 1: Remove wire cover by unscrewing all screws.

Step 2: Remove two screws as below chart and remove 2-pin and 14-pin cables. Take out the board under the

communication board.

S ESTaaaetotetes

e o) =

3080%080208080909605200,

988% 258508080959626200 8,

BT R R R e
®

-
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Step 3: Removetwo screws as below chart to take out cover of parallel communication.

Step 8: Put wire cover back to the unit. Now the inverter is providing parallel operation function.
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4. Mounting the Unit
When installing multiple units, please follow below chart.

20cm 20cm 20cm 20cm 20cm

ﬁSOcm

NOTE: For proper air circulation to dissipate heat, allow a clearance of approx. 20 cm to the side and approx.

50 cm above and below the unit. Be sure to install each unit in the same level.

5. Wiring Connection
NOTI CE: I'tds request edyforparaiebopenaton.t t o batter

The cable size of each inverter is shown as below:

Recommended battery cable and terminal size for each inverter:

Ring Terminal T Ring terminal:
Model Wire Size Cable Dimensions \?arlclljl:ae Q
mm 2 D(mm) | L (mm)
6KW
1*2AWGor =
Dual 28 6.4 427 2~3 Nm
2*6AWG

Output

WARNING: Be sure the length of all battery cables is the same Otherwise, there
will be voltage difference between inverter and battery to cause parallel inverters not working.

Recommended AC input and output cable size for each inv erter:
Model AWG no. Torque
6KW Dual Output 10 AWG 1.2~1.6Nm

You need to connect the cables of each inverter together. Take the battery cables for example: You need to use
a connector or bus-bar as a joint to connect the battery cables together, and then conn ect to the battery
terminal. The cable sizeused from joint to battery should be Xtimes cablesizei n t he t a Xbirdigatea bo v e .
the number of inverters connected in parallel.

Regarding AC input and output, please also follow the same principle.

WARNING!! Make sure all output N wires of each inverter must be connected all the time. Otherwise, it will
cause inverter fault in error code #72.

CAUTION!! Please install the breaker at the battery and AC input side. This will ensure the inverter can be
seaurely disconnected during maintenance and fully protected from over current of battery or AC input. The
recommended mounted location of the breakers is shown in the figures in 5-1 and 5-2.
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Recommended breaker specification of battery for each inverter:

1 unit*

6KW Dual Output

140A/70VDC

*If you want to use only one breaker at the battery side for the whole system, the rating of the breaker should
be X times current of 1 unit. fiX0 indicates the number of inverters connected in parallel.

Recommended breake

r specification of AC input with single phase:

Model 2 units 3 units 4 units 5 units 6 units 7 units 8 units 9 units
80A/ 120A/ 160A/ 200A/ 240A/ 280A/ 320A/ 360A/
6KW Dual Output
230VAC | 230VAC | 230VAC | 230VAC | 230VAC | 230VAC | 230VAC | 230VAC

Notel: Also, you can use50A for 6KW/6KW Dual Output for only 1 unit and install one breaker at its AC input

in each inverter.

Note2: Regarding three-phase system, you can use 4-pole breaker directly and the rating of the breaker
should be compatible with the phase current limitation fro m the phase with maximum units

Recommended battery capacity

Inverter p arallel numbers

2

3

4

5

6

7

8

9

Battery Capacity

400AH

600AH

800AH

1000AH

1200AH

1400AH

1600AH

1800AH

WARNING! Be sure that all inverters will share the same batter y bank. Otherwise, the inverters will transfer to

fault mode.

5-1. Parallel Operation in Single phase

Two inverters in parallel:

Power Connection

m Ll
1 1
-.;.l-.r;;\,! |1 | 1|
1 1
 v—emd 1
Yy | es={o[ITIIO)
M 1
v Al — 1]
Lo o o o o — — —
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Communication Connection

- ® —
—2eEE00| | —epEE0 O

Three inverters in parallel:

Power Connection

NI 1] TTT
[l u P
Communication Connection
— ® - ©) — ®
—ppEEOO| | —puEEO O| | gpmEeEmE0 O
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Four inverters in parallel:

Power Connection

I I | I
1 L I I
'.;A;r;;v’ 11 11 | 1] | T
I I I I
. N oI H - [
e | T I Il
S S S § e |
Load E‘- — —) — —— —— — —— — — — — —f — — — — —
Communication Connection
= @ — ® — ® - @
“oem@mOO| | " eemm0 0| | gpmm 0 0| | ppmm@m O O
Five inverters in parallel:
Power Connection
(NN NN
I | | | |
I I I I I
|1 |l |l |l |l
Il Il Il Il Il
N - - - - I
t T T T T I
oad ' Ee Ao
Communication Connection
— ) — ©) — ® — @ — ®
@m0 0| | gp@mmo 0| | " gpmmo 0| | gpmmo0| | gemmo 0
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Six inverters in parallel:

Power Connection

I I I I I I
I I I I I I
Ll 1l Ll 1l Ll 1l
1 I 1 I 1 I
H H H - - I
I I I I I 1
load N—m =l — — — = - — - — —

L o o o o o — — o — — — — — — — — — — — — — — — — — — —

Communication Connection

% ) — ©) — ® % @

®  —
peEE O O :EP@O @] DE:@I [ON6®) peEE O O —

e EEE O O 2eEE O O

[0

Seven inverters in parallel:

Power Connection

: M T T T m m I
O N N | HE N | RS | R | M |

L o o e o e e e b e e e e b e e e e e e—— e—— - ———d —— —— —— —— — —— — — — —

00| |Bagaimo o
TP

.................

_______________
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Eight inverters in parallel:

Power Connect ion

S T

I
I

1L
T

wiity 1T 1T 1T 1T

II

1T

Load N—_LI-—_______ —_—— u_____u_____u_____u_____u_

P

Nine inverters in parallel:

Power Connection

I

T

L)

00 0]

O = O
3OO||‘:'7'?'¥“¥'OOH':'??%HG

R

- ‘,,l,_i [

UOOH:'?L?'I'@OOH:'WIE

5-2. Support 3 -phase equipment
Three inverters in each phase:

Power Connection
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Communication Connection
= ?Eg?o JIES

Three inverters in one phase, three inverters in second phase and two inverter for the third phase:

O = O = O = O O = O
FEEEO OH‘:'?'?O O‘ ‘:"?”?’EJQEO OH:"?’?“T'O O‘ |:'?'?‘§PEQO O| ":'??%30 O‘

,,,,,,,,,

Power Connection

O = O = O = = O
2580 O] | " eame 0 O] | “oseg0 O] | “epm@ep o O] | “essEmmo O

Seven inverters in one phase and one inverter for the other two phases:

Power Connection

S g o

|
i
|
+
TT TT TT T TT TT 1 .| 1
T
*

tt it tt t tt tt t
— e — — — e — — — ——— — — — —;—— — —

ltds up to customerdéds demand to pick 7 inverters o
P1: L1-phase, P2: L2-phase, P3: L3-phase.

Communication Connection

A P2 P3
‘OO%’%’@S‘—_‘%'OOO‘ ‘Oow‘?'yﬁﬂo O‘ OO%“%’E%EOOO‘ OO%’%’EIHOOO‘ OO*'—:“%’EMF'OO‘ OO??‘?'iEE'OOO‘ ‘OO*%’%@'EOO‘ T ZGOOO‘ ‘OOm@i@OOO
pEE— || L H 1l J
[ } } [
Note: I f there is only one unit in one phase, this unit
Or you connect it like as below:
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Three inverters in one phase, two inverters in second phase and two inverters for the third phase:

Power Connection

s

Two inverters in each phase:

Power Conn ection

T T I T
| | I I
I I I I
N } } b I
e | .l Il Il
3 f f ii 1]
Load ﬁ-—_—_h.'—_—_—_— —51— — — — — (— — — — — [ — — — — —d|— — — — —d|
L . . | I
Communication Connection
P2 |
— @ — ® — @ — ®
:IEEIOO l:IOO EQQOO :IEPOO EB@OO
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Four inverters in one phase and one inverter for the other two phases:

Power Connection

Load

GREZz GREz

Communication Connection

P1 P2 P3
= @ — ©) = ® — @ — ® —
:Epm OO :@OO :Iggoo ] I:IOO MHemmm O O

OO

Three inverters in one phase, two inverters in second phase and one inverter for the third phase:
Power Connection

Communication Connection

P1

P3

— ®
=

— )
:IEPO B

®
eaea EEIE O O

— ®
=

meEE O O

cpea ERER O O

caca EE EE O (@)

e EE O O
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Three inverters in one phase and only one inverter for the remaining two phases:

Power Connection

P1 P2 P3
A

=\
\—/

Ll Ll 1
t t t
load N— == — — — e — — — S — — — = — — — — |

Ll o o o o e o e e e e e e— g

(30 o o e e e e e e e e e e e e e e e e e — — —)

£ P2 P3
—J ©) —J @ — ® —J @ — ®
@OO :Ila—;lOO :]@gaoo MHammE O O MHamEmE O O

Two inverters in two phases and only one inverter for the remaining phase:
Power Connection
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Communication Connection

P1 P2
| | | P3
— O] — @ — ® — @ — ®
D@‘“ﬂ O O :]EEIOO I:IEOO :'EFIOO :IIEIOO

Two inverters in one phase and only one inverter for the remaining phases:

Powe r Connection

)

©

OIma—

GIIR—

Communication Connection

P1 | P2 P3
— @ — ® — ® — @
:]EQEIOO :I@IEIOO e @ E O O e EE O O

One inverter in each phase:

Power Connection

GIIE—|
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Communication Connection

P2

P3

@

—
MHammEm O O

—
| —

®

mo @ O O

WARNING: Do not connect the current sharing cable between the inverters which are in different phases.

Otherwise, it may damage the inverters.

6. PV Connection

Please refer to user manual of single unit for PV Connection.

CAUTION: Each inverter should connect to PV modules separately.

7. LCD Setting and Display
Setting Program:

Prog ram Description Selectable option
Single: _ When the units are used in parallel with
EH single phase, pleas
é\l_ T program 28.
a1 4
It is required t o have at least 3 inverters
Parallet _ or maximum 9 inverters to support
EH three-phase equipment. 1 t 6 s r e q
B have at least one inverter in each phase
I—IFH_ or itodéds wup to four
AC output mode Please refers to 5-2 for detailed
*This setting is only | L1 phase: _ information.

o8 available when the EH Pl ease s el mgagiam ZB3oPtlieo
inverter is in B inverters connected
standby mode :I FI I program 28 for the inverters connected
(Switch off) . to L2 phase and fA3P

L2 phase - the inverters connected to L3 phase.
[y

ﬁﬁﬁﬁﬁ B —— Be sure to connect share current cable to

e ] FI 1 . .

arc units which are on the same phase.
Do NOT connect share current cable

L3 phase: - between units on different phases.
[y

B —— Besides, power saving function will be
1 FI ] ! .
ar J automatically disabled.
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Fault code display

Fault Code Fault Event Icon on
60 Power feedback protection - EI[
71 Firmware version inconsistent y
72 Current sharing fault F B EI
80 CAN fault = E II:
81 Host loss L E
82 Synchronization loss - E El
83 Battery voltage detected different » E E
84 AC input voltage and frequency detected different = E L
85 AC output current unbalance ] 5
86 AC output mode setting is different = E El

Code Reference:

Code Description Icon on
NE Un-identified unit for master or slave i_IE
, I
HS Master unit 2
- —
SL Slave unit |
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8. Commissioning
Parallel in single phase

Step 1: Check the following requirements before commissioning:

Correct wire connection

B

Ensure all breakers in Line wires of load side are open and each Neutral wires of each unit are connected

together.
Step 2: Turn on each unit and s edchunittsadthen shat ddwCdl umite t t i
NOET: 1 t 6s necessary to turn off switch when setting
programmed.
Step 3: Turn on each unit.
LCD display in Master unit LCD display in Slave unit
Mo @@»f CEM WHE T s @@»f - M e o
1 Ly =N 1 Ly =N
BTN i\ i BTN i) i
e _ ic OHPUT _ e _ lC OE[PUT
n I El= N A=
I — 1L I I I— 1Ll I
[ I I [ ZIr M
[ | Lla [ | Lla
I I
| w I w
H5 . oL .

NOTE: Master and slave units are randomly defined. Step 4: Switch on all AC breakers of Line wires in AC input.

Il tds better to

have

al |l inverters

connect

t o

inverters. However, these inverters will automatically restart. If detecting AC connection, they will work

normally.

LCD display in Master unit

LCD display in Slave unit

oo

TRt
B

#s @@

LOAD

C
1 e L,
@ . B o emiiem
-1 minn
=l FI_ 7 Lﬂ

i

o IEI \{EJ =
=N

LOAD

I g | I |
By ) i
Fli °£|"Fﬂ

I3 |:r|r|v np |—|—||—| r
Lia L Tl we Lia
[ Cl [

w _ll_ w

Step 5: If there is no more fault alarm, the parallel system is completely installed.
Step 6: Please switch on allbreakers of Line wires in load side. This system will start to provide power to the

load.

Support three -phase equipment

Step 1: Check the following requirements before commissioning:

Correct wire connection

B

together.

Step 2: Turn on all units and configure LCD program 28 as P1, P2 and P3 sequentially. And then shut down all

units.

NOET: I t 6s
programmed.
Step 3: Turn on all units sequentially.

necessary

to turn off

Ensure all breakers in Line wires of load side are open and each Neutral wires of each unit are connected

s wiwiseg the settimgecan netdd t i n g

u t-orderi t vy

LCD display in L1 -phase unit LCD display in L2 -phase unit LCD display in L3 -phase unit
L oo I o P L @ e [ I o 1 L oo I o P
| | — (I | I : | —

I ELJM = | Jm I ELJM

BT i i " [ [N, BT i i
" AC QUTPUT rl I—I . ﬁcﬂlPF o rl . AC QUTPUT rl
I_Iv F T L1, P II_I Ll I_Iv F T Ll
r 1 T n r
IJI_IN Hn L b :IIJ.IJN. HA IJI_IN Hn
Pl L. i L. ~P3 L.
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Step 4: Switch on all AC breakers of Line wires in AC input. If AC connection is detected and three phasesare

matched with unit setting, they will work normally. Otherwise, the AC icon @ will flash and they will not work

in line mode.
LCD display inL1 -phase unit
Fl ) =
Chr jB]
l B | | N |
B i
S RC=k? u
C I_Ii w = " Il
Crm M
l_"_ln | 1 Lla
- - |_|
a1 Llw

LCD display inL2 -phase unit LCD display in L3 -phase unit
: . cAn el T 7 . chn el T
== L B,Jm == L B,Jm
N i, N i,
v 17, Il uj:ll_l, I
?II Iv‘ O LI ?II Iv‘ w = L LI
min M min M
(1 Lla (1 ) Lla
e L BE C.

Step 5: If there is no more fault alarm, the system to support 3 -phase equipment is completely installed.
Step 6: Please switch on all breakers of Line wires in load side. This system will start to provide power to the

load.

Note 1: To avoid overload occurri
operation first.

ng,

before turni on breakers in |

ng

Note 2: Transfer time for this operation exists. Power interruption may happen to critical devices, which cannot

bear transfer time.

9. Trouble shooting

Situation
Fault Fault Event Description Solution
Code
1. Restart the inverter.
2. Check if L/N cables are not connected reversely in all inverters.
3. For parallel system in single phase, make sure the sharing are
60 Current feedback into the connected in all inverters.
inverter is detected. For supporting three-phase system, make sure the sharing cables are
connected in the inverters in the same phase, and disconnected in the
inverters in different phases.
4. If the problem remains, please contact your installer.
1. Update all inverter firmware to the same version.
The firmware version of 2. Check the version of each inverter via LCD setting and make sure the
71 each inverter is not the CPU versions are same. If not, please contact your instraller to provide
same. the firmware to update.
3. After updating, if the problem still remains, please contact your installer.
The output current of 1. Checkif sharing cables are connected well and restart the inverter.
72 : L X ;
each inverter is different. | 2. If the problem remains, please contact your installer.
80 CAN data loss 1. Checkif communication cables are connected well and restart the
81 Host data loss inverter.
82 Synchronization data loss | 2.  If the problem remains, please contact your installer.
1. Make sure allinverters share same groups of batteries together.
2. Remove all loads and disconnect AC input and PV input. Then, check
The battery voltage of battery voltage of all inverters. If the values from all inverters are close,
83 each inverter is not the please check if all battery cables are the same length and same material
same. type. Otherwise, please contact your installer to provide SOP to calibrate
battery voltage of each inverter.
3. If the problem still remains, please contact your installer.
1. Check the utility wiring conncetion and restart the inverter.
AC input voltage and 2. Make sure utility starts up at same time. If there are breakers installed
84 frequency are detected between utility and inverters, please be sure all breakers can be turned
different. on AC input at same time.
3. Ifthe problem remains, please contact your installer.
1. Restart the inverter.
AC output current 2. Rsmove some excessive Ioads and recheck load infdrmatipn from LCD
85 of inverters. If the values are different, please check if AC input and
unbalance . .
output cables are in the same length and material type.
3. If the problem remains, please contact your installer.
86 AC output mode setting is | 1.  Switch off the inverter and check LCD setting#28.
different. 2. For parallel system in single phase, make sure no 3P1, 3P2 or 3P3is set
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on #28.
For supporting three-phase system, make sure no
3. If the problem remains, please contact your installer.

i P

Appendix II: BMS Communication Installation

1. Introduction

If connecting to lithium battery, it is recommended to pur chase a custommade RJ45 communication cable.

Please check with your dealer or integrator for details.

This custom-made RJ45 communication cable delivers information and signal between lithium battery and the
inverter. These information are listed below:
Re-configure charging voltage, charging current and battery discharge cut -off voltage according to the
lithium battery parameters.
Have the inverter start or stop charging according to the status of lithium battery.

2. Pin Assignment for BMS Communication Port

Definition
PIN 1 RS232TX
PIN 2 RS232RX HHHH
PIN 3 RS485B
PIN 4 NG 12345678
PIN 5 RS485A _L\_r‘_
PIN 6 CANH
PIN 7 CANL
PIN 8 GND

3. Lithium Battery Communication Configuration
LIO -4805/LIO -4810 -150A

(53 — p C‘:‘
= = —_ 9 o : ;@f m Ok Q‘
o EEEs e e el I

e, @ S ‘
LIO-4805 LIO-4810-150A
[
Ck ID switch
ESS LIO-14810
205 —
ID switch B

L]
i

ID Switch indicates the unique ID code for each battery module. It's required to assign a unique ID to each
battery module for normal operation. We can set up the ID code for each battery module by rotating the PIN
number on the ID switch. From number 0 to 9, the number can be random; no particular order. Maximum 10

battery modules can be operated in parallel.
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PYLONTECH

Lithium Battery

f:¥lamBc @

e ) mm—

Dip Switch: There are 4 Dip Switches that sets different baud rate and battery group address. If switch position
is turned to the AOFFO positi®ontuinednebost i®@0NONDd pwsit

Dip 1 i s 0 ONthe baudrare8600. e s ent
Dip 2, 3 and 4 are to set up battery group address.

Dip switch 2, 3 and 4 on master battery (first battery) are to set up or change the group address.

NOTE:fiLO0 i s upper position and fA00 is bottom position.

Dip 1 Dip2 | Dip 3 | Dip 4 | Group address
0 0 0 Single group only. ltds necessa
setting and slave batteries are unrestricted.
1 0 0 Mul tiple group condition. 1tés n
1: RS485 first group with this setting and slave batteries are unrestricted.
baud 0 L 0 Mul tiple group condition. 1tés n
rate=9600 second group with this setting and slave batteries are unrestricted.
1 1 0 Multiple group condition. |toés n
Restart to third group with this setting and slave batteries are unrestricted.
take effect 0 0 L Multiplegroup condi tion. 1tds necessar
forth group with this setting and slave batteries are unrestricted.
1 0 1 Mul tiple group condition. 1tés n
fifth group with this setting and slave batteri es are unrestricted.

NOTE: The maximum groups of lithium battery is 5 and for maximum number for each group, please check
with battery manufacturer.

4. Installation and Operation

LIO -4805/LIO -4810 -150A/ESS LIO -14810

After ID no. is assigned for each battery module, please set up LCD panel in inverter and install the wiring
connection as following steps.

Step 1: Use supplied RJ11 signal cable to connectinto the extension port ( P1 or P2).

o
(e
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Step 2: Use supplied RJ45 cable (from battery module package) to connect inverter and Lithium battery.

Battery Capacity extension

i [ e

PACK TO PACK LINK

000

L]
i

* For multiple battery connection, please check battery manual for the details.

Note for parallel system:
1. Only support common battery installation.

2. Use custommade RJ45 cable to connect any inverter (no need to connect to a specific inverter) and

Lithium battery. Simply set this inverter batterytype t o ALl B0 i n .L O hperrosg rsahmo usl d b ¢

Step3: Turn the the battery modu

Step 4: PressPower on/off button on battery module for 5 secs, the battery module will start up.

*|f the manual button cannot be approached, just simply turn on the inverter module. The battery module will
be automatically turned on.

Step 5: Turn on the inverter.

(B, 00 |

Step 6. Be sure to select battery type as fALI BO in LCD
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If communication between the inverter and battery is successful, the battery icon on LCD display will

flash. Generally speaking, it will take longer than 1 minute to establish communication .

PYLONTECH
After configuration, please set up LCD panelin inverter and make wiring connection to Lithium battery as the

following steps.
Step 1. Use customrmade RJ45 cable to connect inverter and Lithium battery.

Note for parallel system:
3. Only support common battery installation.
4. Use custommade RJ45 cable to connect any inverter (no need to connect to a specific inverter) and
Lithium battery. Simply set this inverter batterytype t o APYLO i n .LCDt tperogrsahmo bl d b

Step 2. Switch on Lithium battery.

Lithium Batlery
@ o E = . . E ~N =N D
I 0 00000000 O

Step 3. Press more than three seconds to start Lithium battery, power output ready.

O™ O

Lithium Batlary

I|s¥-sBEE B

Step 4. Turn on the inverter.

/ # ., 00

01—

1§ ¢ ¢

®
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Step 5. Be sure to select baf4tery type as fAPYLO in LCD
1=
I

e STl
s |

WECO
Step 1. Use customrmade RJ45 cable to connectinverter and Lithium battery.

Note for parallel system:
1. Only support common battery installation.
2. Use custommade RJ45 cable to connect any inverter (no need to connect to a specific inverter) and
Lithium battery. Simply set this inverter batterytype t o AWECO in LCDthreogr amobl d b

Step 2. Switch on Lithium battery.

Step 4. Be sure to select bathtery type as AWECO in LCD

l:l—
L L

SOLTARO
Step 1. Use custommade RJ45 cable to connect inverter and Lithium battery.

61
Flin Energy



—ge=s ¥}

|m o0 | ©

Note for parallel system:
1. Only support common battery installation.
2. Use custommade RJ45 cable to connect any inverter (no need to connect to a specific inverter) and
Lithium battery. Simply set this inverter battery type t o i S OCDprogram5L Ot her s shoul d b

Step 2. Open DC isolator and switch on Lithium battery.

L

Step 3. Turn on the inverter.

f . 05

Step 4. Be sure to select babtery type as ASOLO in LCD

I—
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4. LCD Display Information

Press fAUPO or AtEhQ@INdsplay mfgrmatian. Itsvilk show battery pack and battery group
number before AMain CPU version checkingo as
Selectable information LCD display

Battery pack numbers & Battery
group numbers

Battery pack numbers = 3, battery group nu mbers =1

sl ™50,

BATT

44
o0

LOAD

l‘nrnr& /i 1 TR

bel ow

[
P

"

AC OUTPUT

EEI.Il,

I
e

.

POICO | .

5. Code Reference

Related information code will be displayed on LCD screen. Please check inverter LCD screen for the operation.

Code

Description

C I
oL A

If battery status is not allowed to charge and discharge after the communication
between the inverter and battery is successful, it will show code 60 to stop
charging and discharging battery.

Communication | ost (only availabl e wh
Batt erWEECOBat tfie rSpltaroBat fier y 0)

After battery is connected, communication signal is not detected for 3
minutes, buzzer will beep. After 10 minutes, inverter will stop charging and
discharging to lithium battery.

Communication lost occurs after the inverter and battery is connected

B

successfully, buzzer beeps immediately.

i I
.

If battery status is not allowed to charge after the communication between the
inverter and battery is successful, it will show code 69 to stop charging battery.

_D N

If battery status must to charge after the communication between the inverte r
and battery is successful, it will show code 70 to charge battery.

If battery status is not allowed to discharge after the communication between the
inverter and battery is successful, it will show code 71 to stop discharge battery.

Flin Energy
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Appendix | I : The Wi -Fi Operation Guide in Remote

Panel

1. Introduction

Wi-Fi module can enable wireless communication between offgrid inverters and monitoring platform. Users
have complete and remote monitoring and controlling experience for inverters when combining Wi -Fi module
with SolarPower APP, available for both iOS and Android based device. All data loggers and parameters are
saved in iCloud.

The major functions of this APP:

Delivers device status during normal operation.

B

Allows to configure device setting after installation.

B

Notifies users when a warning or alarm occurs.

B

Allows users to query inverter history data.

[ [ o 1

B

2. Solar Power App
2-1. Download and install APP

Operating system requirement for your smart phone:
@ iOS system supportsiOS 9.0 and above

Y
'W' Android system supports Android 5.0 and above

Please scan the following QR code with your smart phone and download SolarPower App.

Android iOS system
system
Or you maoarPdwedn dagip from t he Sorpdwer®i-FItoorien oGoofigl eE Pl ay

After the installation, please tap the shortcut icon @ to access this APP on your mobile scren. In the screen,
tap ARegisterodo to access AUser Registrationd page. Fil
rA

2-2. Initial Setup

Step 1: Registration at first time

tapping ““ i con. Or you can simply enter PN directly. Then,
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Remember Me

[ Wi-Fi Config ]

n account?Pleasf Register

Then, a ARegistdaotwi ovi |dupoesuPp.wiTmp AGo neainétwarko cont i n
connection.

Step 2: Local Wi-Fi Module Configuration

Now, you i e Ciomf iT#lice rpeacpeg.e det ail ed setup procedure 1|is
and you may follow it to connect Wi-Fi.

»

Enter theAWKSied tamd ss el e cHinameo The emmnécted Wi iname is the same to your
Wi-FiPN number and enter default password f11234567860.
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