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ABOUT THIS MANUAL

Purpose

This manual describes the assembly, installation, operation and troubleshooting of this unit. Please read
this manual carefully before installations and operations. Keep this manual for future reference.

Scope

This manual provides safety and installation guidelines as well as information on tools and wiring.

SAFETY INSTRUCTIONS

/AN WARNING: This chapter contains important safety and operating instructions. Read and keep
this manual for future reference.

1. Before using the unit, read all instructions and cautionary markings on the unit, the batteries and all
appropriate sections of this manual.

2. CAUTION i To reduce risk of injury, charge only deep-cycle lead acid type rechargeable batteries.
Other types of batteries may burst, causing personal injury and damage.

3. Do not disassemble the unit. Take it to a qualified service center when service or repair is required.
Incorrect re-assembly may result in a risk of electric shock or fire.

4. To reduce risk of electric shock, disconnect all wirings before attempting any maintenance or cleaning.
Turning off the unit will not reduce this risk.

5. CAUTION 71 Only qualified personnel can install this device with battery.

NEVER charge a frozen battery.

7. For optimum operation of this inverter/charger, please follow required spec to select appropriate cable
size.l t s very important to correctly operate this invy

8. Be very cautious when working with metal tools on or around batteries. A potential risk exists to drop
a tool to spark or short circuit batteries or other electrical parts and could cause an explosion.

9. Pleasestrictly follow installation procedure when you want to disconnect AC or DC terminals. Please
refer to INSTALLATION section of this manualfor the details.

10. Fusesare provided as over-current protection for the battery supply.

11. GROUNDING INSTRUCTIONSThis inverter/ charger should be connected to a permanent grounded
wiring system. Be sure to comply with local requirements and regulation to install this inverter.

12. NEVER cause AG@utput and DC input short circuited. Do NOT connect to the mains when DC input
short circuits.

13. Warning ! Only qualified service persons are able to service this device. If errors still persist after
following troubleshooting table, please send this invert er/charger back to local dealer or service
center for maintenance.

14. WARNING : Because this inverter is non-isolated, only three types of PV modules are acceptable:
single crystalline, poly crystalline with class A-rated and CIGS modules. To avoid any malfunction, do
not connect any PV modules with possible current leakage to the inverter. For example, grounded PV
modules will cause current leakage to the inverter. When using CIGS modules, please be sure NO
grounding.

15. CAUTION: | t 6 s ed te upe RVrjunction box with surge protection. Otherwise, it will cause
damage on inverter when lightning occurs on PV modules.

FIlin Energy
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INTRODUCTION

This is a multi-function inverter, combining functions of inverter, solar charger and battery charger to offer
uninterruptible power support in a single package. The comprehensive LCD display offers userconfigurable
and easy-accessible button operations such as battery charging current, AC or solar charging priority, and
acceptable input voltage based on different applications.

Features

Pure sine wave inverter

Customizable status LED ring with RGB lights

Touchable button with 4.306 colored LCD
Built-in Wi-Fi for mobile monitoring (APP isavailable)

Supports USB Onthe-Go function

Data log events stored in the inverter

Built-in anti-dusk kit

Reserved communication port for BMS

Battery independent function

Parallel operation up to 9 units

Basic System Architecture

The following illustration show s basic application for this unit. It also required the following devices to have a
complete running system:

Generator or Utility mains.

PV modules

Consult with your system integrator for other possible system architectures depending on your requirements.

This inverter can power various appliances in home or office environment, including motor -type appliances
such astube light, fan, refrigerator and air conditioners.

l

| |
—
i L
-~ Cd ’
» : -~ P
o i s
=
Solar power [;]

e

i

Generator

BATTERY x ﬁl
External Home Appliances
Battery packs

Figure 1 Basic hybrid PV System Overview

FIlin Energy
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Product Overview

[ o o )

Pin1 Pin8

S o Rer——— =
NOTE: For parallel installation and operation, please check Appendix /.

1. RGB LED ring (refer to LCD Setting section for the details)
2. LCD display

3. Touchable Function keys

4. PV connectors

5. AC input connectors

6. AC output connectors (Load connection)

7. Battery connectors

8. Current sharing port

9. Parallel communication port

10. Circuit breaker

11. Power switch

12. Dry contact

13. USB port as USB communication port and USB functionport
14. RS232 communication port

15. BMS communication port: CAN, RS485 or RS-232

FIlin Energy
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INSTALLATION

Unpacking and Inspection

Before installation, please inspect the unit. Be sure that nothing inside the package is damaged. You should
have received the following items inside of package:

Inverter unit Manual software CD RS 232 cable

Preparation

Before connecting all wirings, please take off bottom cover by removing two screws as shown below.

Mounting the Unit

Consider the following points before selecting where to install:

Do not mount the inverter on flammable construction materials.

Mount on a solid surface

Install this inverter at eye level in order to allow the LCD display to be
read at all times.

The ambient temperature should be between -10°C and 50°C to ensure
optimal operation.

The recommended installation position is to be adhered to the wall
vertically.

Be sure to keep other objects and surfaces as shown in the right
diagram to guarantee sufficient heat dissipation and to have enough
space for removing wires.

/A SUITABLE FOR MOUNTING ON CONCRETE OR OTHER NON -
COMBUSTIBLE SURFACE ONLY .

FIlin Energy
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Il nstall the uni't

Battery Connection

CAUTION: For safety operation and

hr ee

regul ati on

screw

S .

co

|l t s r ecomme

mp tcurram c e , i

protector or disconnect device between battery and inverter. It may not be required to have a disconnect device
in some applicat i cequiredtohavewsev-eurrent protedian installed.| Please refer to typical

amperage in below table as required fuse or breaker size.

WARNING! All wiring must be performed by a qualified personnel.

Ring terminal;

Q

WARNING! It's very important for system safety and effic ient operation to use
appropriate cable for battery connection. To reduce risk of injury, please use the

proper recommended cable and terminal size as below.

Recommended battery cable and terminal size

Model Typical Battery Wire Size Ring Terminal Torque
Amperage Capacity Cable Dimensions Value
mm 2 D (mm) | L (mm)
3.6KW 100A 200AH 1*4AWG 22 6.4 335 2~3 Nm
5.6KW 137A 200AH 1*2 AWGor 2*6AWG 28 6.4 42.7 2~3 Nm

Please follow below steps to implement battery connection:

1. Assemble battery ring terminal based on recommended battery cable and terminal size.

2. Insert the ring terminal of battery cable flatly into battery connector of inverter and make sure the nuts are
tightened with torque of 2-3 Nm. Make sure polarity at both the battery and the inverter/charge is correctly
connected and ring terminals are tightly screwed to the battery terminals.

FIlin Energy
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WARNING: Shock Hazard
Installation must be performed with care due to high battery voltage in series.

>

CAUTION! Do not place anything between the flat part of the inverter terminal and the ring
terminal. Otherwise, overheating may occur.

>

CAUTION! Do not apply anti-oxidant substance on the terminals before terminals are connected
tightly.

CAUTION! Before making the final DC connection or closing DC breaker/disconnector, be sure
positive (+) must be connected to positive (+) and negative ( -) must be connected to negative

().

AC Input /Output Connection

CAUTION!! Before connecting to AC input power source, please install a separate AC breaker between
inverter and AC input power source. This will ensure the inverter can be securely disconnected during
maintenance and fully protected from over current of AC input.

CAUTION!! There are two terminal bl oc k ENSWRE that utilityNAC input s
connected to IN and load AC to OUT and not the wrong way round and also that Line and Neutrals are
connected correctly.

WARNING! All wiring must be performed by a qualified personnel.

WARNING! It's very important for system safety and efficient operation to use appropriate ca ble for AC
input connection. To reduce risk of injury, please use the proper recommended cable size as below.

Suggested cable requirement for AC wire s

Model Gauge Torque Value
3.6KW 12 AWG 1.2~ 1.6 Nm
5.6KW 10 AWG 1.2~ 1.6 Nm

Please follow below steps to implement AC input/output connection:
1. Before making AC input/output connection, be sure to open DC protector or disconnector first.
2. Remove insulation sleeve 10mm for six conductors. And shorten phase L and neutral conductor N 3 mm.
3. Insert AC input wires according to polarities indicated on terminal block and tighten the terminal screws.
Be sure to connect PE protective conductor @) first.
x Ground (yellow -green)

Lx LINE (brown or black)

FIlin Energy
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Nx Neutral (blue)

f WARNING:
Be sure that AC power source is disconnected before attempting to hardwire it to the unit.

4. Then, insert AC output wires according to polarities indicated on terminal block and tighten terminal
screws. Be sure to connect PE protective conductor (@f)) first.
@x Ground (yellow -green)
Lx LINE (brown or black)
Nx Neutral (blue)

5. Make sure the wires are securely connected.

Il nve

CAUTION: Important
Be sure to connect AC wires with correct polarity. If L and N wires are connected reversely, it may cause utility
short-circuited when these inverters are worked in parallel operation.

CAUTION : Appliancessuch as air conditioner are required at least 2~3 minutestorestart because it
to have enough time to balance refrigerant gas inside of circuits. If a power shortage occurs and recovers in a
short time, it will cause damage to your connected appliances. To prevent this kind of damage, please check
manufacturer of air condi t idelay dunction before indiadlatioa. gQthierpiipee tthis
inverter/charger will trig overload fault and cut off output to protect your appliance but sometimes it still causes
internal damage to the air conditioner.

PV Connection

CAUTION: Before connecting to PV modules, please installseparately a DC circuit breaker between
inverter and PV modules.

CAUTION: Please install a surge protection device between inverter and PV modules and the recommended
voltage is 500V.

WARNING! Do switch off the inverter before connecting to PV modules. Otherwise, it will cause inverter
damage.

WARNING! Do NOT connect negative and positive terminal of PV modules to the ground.

WARNING! All wiring must be performed by a qualified personnel.

7
FIlin Energy



FIl i nMar v e |W-4AVBPW TS 05l. abrk

WARNING! It's very important for system safety and efficient operation to use appropriate cable for PV module
connection. To reduce risk of injury, please use the proper recommended cable size as below.

Model Typical Amperage Cable Size Torque
3.6KW 18A 12AWG 1.2~1.6Nm
5.6KW 27A 10AWG 1.2~1.6Nm

PV Module Selection:

When selecting proper PV modules, please be sure to consider below parameters:

1. Open drcuit Voltage (Voc) of PV modules not exceeds max. PV array open circuit voltage of inverter.
2. Open drcuit Voltage (Voc) of PV modules should be higher than min. battery voltage.

Solar Charging Mode

INVERTER MODEL 3.6 KW 6.5KW

Max. PV Array Open Circuit Voltage 500 Vdc 450 Vdc

PV Array MPPT Voltage Range 120~430Vvdc

MPP Number 1
Please follow below steps to implement PV module connection:
1. Remove insulation sleeve 10 mm for positive and negative conductors. E ] +
2. Check correct polarity of connection cable from PV modules and PV input

connectors. Then, connect positive pole (+) of connection cable to positive
pole (+) of PV input connector. Connect negative pole (-) of connection
cable to negative pole (-) of PV input connector.

\

Recommended PV module Configuratio n

PV Module Spec. Total solar input  power Solar input Q'ty of module s
(reference) 1500W 6 pieces in series 6 pcs
- 250Wp 2000W 8 pieces in series 8 pcs
- Vmp: 30.7Vdc
- Imp: 8.15A 2750W 11 pieces in series 11 pcs
- Voc: 37.4Vdc 6 pieces in series
3000W . . 12 pcs
- Isc: 8.63A 2 strings in parallel
- Cells: 60 8 pieces in series
4000W . . 16 pcs
2 strings in parallel
10 pieces in series
5000W . . 20 pcs
2 strings in parallel
12 pieces in series
6000W . . 24 pcs
2 strings in parallel

FIlin Energy
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Final Assembly

After connecting all wirings, please put bottom cover back by screwing two screws as shown below.

Communication Connection

Serial Connection

Please use the supplied serial cable to connect between theinverter and your PC. Install the monitoring software
from the bundled CD and follow the on -screen instructions to complete your installation. For detailed software
operation, refer to the software user manual on the bundled CD.

Wi-Fi Connection

This unit is equipped with a Wi-Fi transmitter. Wi-Fi transmitter can enable wireless communication between

off-grid inverters and monitoring platform. Users can access and control the monitored inverter with
downloaded APP You may find fAWatchPowWertoreaepprf rioMaRicthePiodie@ b ey |
Play Store. All data loggers and parameters are saved in iCloud. For quick installation and operation, please

refer to Appendix lll - The Wi-Fi Operation Guide for details.

Duerview

FIlin Energy
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BMS Communication
It is recommended to purchase a special communication cable if you are connecting to Lithium-lon battery
banks. Please refer to Appendix Il - BMSCommunication Installation for details.

RS-232 communication to PC

BMS communication

USB communication
) )
to PC INSEES== —=—— ==
— =—c———_c——©Y———
= Ss===——_=x—=—
e ———————————
=== @
L
@ = =° o
AC oUTPUT PARALLEL COMMECTIOR

=

Dry Contact Signal

There is one dry contact (3A/250VAC) available on the rear panel. It could be used to deliver signal to external
device when battery voltage reaches warning level.

O[O]O
Unit Status Condition ! ﬂ
Dry contact port: NC CHNO
NC&C NO &C
Power Off Unit is off and no output is powered. Close Open
Output is Program 01 Battery voltage < Low DC
) Open Close
powered set as USB warning voltage
from Battery | (utility first) Battery voltage > Setting
power or or SUB (solar | value in Program 13 or
' . Close Open
Solar energy. | first) battery charging reaches
floating stage
Power On . :
Program 01 Battery voltage < Setting
] ; Open Close
is set as SBU | value in Program 12
(SBU priority) | Battery voltage > Setting
value in Program 13 or
) Close Open
battery charging reaches
floating stage
10
FIlin Energy
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OPERATION

Power ON/OFF

Once the unit has been properly installed and the batteries are connected well, simply press On/Off switch to

turn on the unit.

/

Operation and Display Panel

The operation and the LCD module, shown in the chart below, includes one RGB LED ring,four touchable
function keys and a LCD displayto indicate the operating status and input/output power information.

RGB LED ring

LCD Display

Touchable
Function keys

Touchable Function Keys

Function Key Description
[®) ESC To exit the setting
USB function selector To enter USB function setting
A Up To last selection
v Down To next selection
! Enter To confirm/enter the selection in setting mode
11

FIlin Energy
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LCD Display Icons

“AFE?S

b

&

;

S-S

|

FLOAT

[ USER |

Vv

2

END

"]
I

VWN$?W

f

A

LOAD

mrl"mr \v/ e 152 TR %@

@UPS APL

L1

L2
L3

AC OUTPUT
L3
v 4inp . w I - rV
Hz JEE Hz :“_ I_ A
OnoO e . OHEE
B B’ Hest E kWh A —l =W
o 1 O O I 8

Icon

Function description

Input Source | nformation

@ups APL
s
L2
s .

Indicates the AC input voltage and frequency.

Indicates the PV voltage, current and power.

LI
L=

| Li-ion |

-=HHH, |
“HEH.

Indicates the battery voltage, charging stage, configured battery
parameters, charging or discharging current.

Configuration Program and Fault Information

Indicates the setting programs.

B —
a |, H.EI.I_I.I_I.I
= o I O I
Indicates the warning and fault codes.
I e HHH
I | I I I | Warning: . flashing with warning code.
| B i I—I I_I FAULT
Fault: |1 1] lighting with fault code .
12
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Output Information

AC OUTPUT

FE H Ex Indicate the output voltage , load in VA load in Watt and output
H H EI i frequency.
L Hz

Battery | nformation

BATT Indicates battery level in battery mode and charging status in line
100 | [ 75 [ ooty &\ mode by 0-24%, 25-49%, 50-74% and 75-100%.
When battery is charging, it will present battery charging status.
Status Battery voltage LCD Display
<2V/cell 4 bars will flash in turns.
Constant 2~ 2083V/cell The right bar will be on and the other three bars

will flash in turns.
The right two bars will be on and the other two

Current mode /
2.083 ~ 2.167V/cell

Constant bars will flash in turns.
Voltage mode The right three bars will be on and the left bar
> 2.167 Vlcell )
will flash.
Floating mode. Batteries are fully charged. 4 bars will be on.
In battery mode, it will present battery capacity.
Load Percentage Battery Voltage LCD Display
BATT
< 1.85V/cell 25\
|
BATT :
1.85V/cell ~ 1.933V/cell 25 \
Load >50% . | 50 | "N
1.933V/cell ~ 2.017V/cell
By
BATT *
> 2.017V/cell Coo [ e 25\
BATT
< 1.892V/cell 25\
[
BATT
1.892V/cell ~ 1.975V/cell 25 \
Load < 50% S | 5o | =N
1.975V/cell ~ 2.058V/cell
iy
BATT
> 2.058V/cell oo [ [ ve | 25\

Load | nformation

“ Indicates overload.

Indicates the load level by 0-24%, 25-49%, 50-74% and 75-100%.

0%~24% 25%~49%
LOAD LOAD LOAD
AT 0 /i s
50%~74% 75%~100%
LOAD LOAD
/.&1 /&1:&1 J [ 1o |

Charger Source Priority Setting Display

» fn‘ Indicatess et ti ng program 16 ACharger
N
24 Zd

fi 8ar firsta

13
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f“_'_%} Indicatess et ti ng program 16 ACharger
QY 7 "8 ASol ar and Utilityo.
@} Indicatess et t i ng program 16 ACharger
\\\ iSol ar onlyo.
Output source priority setting displ ay
v
I ndi cates set tAQutpusoyaepripritydmi @1 sfe | ¢
fUtility firsto .
nmp 2 1]
v
I ndicates setting program 01 @AOuU
iSol ar firsto.
1] 2 4
v
Il ndicates setting program 01 ndOy
ASBUO.
» 4

AC Input Voltage Range  Setting Display

. . | EE. .
UPS Indicatess et t i ng programlLIJoi.s Thel ac
AC input voltage range will be within 170-280VAC.

|
APL Indicatess et t i ng program H _Loi.s Thel ac
AC input voltage range will be within 90-280VAC.

Operation Status Information

&

Indicates unit connects to the mains.

Q
N
P

Indicates unit connects to the PV panel.

FLD .
Indicates battery type.

Indicates parallel operation is working.

M(;,@
S
i{l Indicates unit alarm is disabled.
Py
~

Indicates Wi-Fi transmission is working.

Indicates USB disk is connected.

14
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LCD Setting

General Setting
After pressing and holding 745 button for 3 seconds, the unit will enter the setting mode. Press rhhy (Vo i

button to select setting programs. Press redobuttonto conf i r m you Q@bluttom:tb éxibn or i

Setting Programs:

Program Description Selectable option
Escape
11
00 Exit setting mode I_I I_I
e EN
i
Utility first (default) Utility will provide power to the
=1 | loads as first priority.
l_l | Solar and battery energy will
provide power to the loads
E\I IC | only when utility power is not
1= available.
Solar first Solar energy provides power to
1 | the loads as first priority.
|_| | If solar energy is not sufficient
to power all connected loads,
Output source priority : - é\E m Utility energy will supply power
01 To configure load power miEIn to the loads at the same time.
source priority Solar energy provides power to
the loads as first priority.
SBU priority If solar energy is not sufficient
to power all connected loads,
|_| | battery energy will supply
I_l | power to the loads at the same
time.
T é\l_ Y Utility provides power to the
010 loads only when battery
voltage drops to either low-
level warning voltage or the
setting point in program 12.
Maximum charging current: | 60A (default)_ _ Setting range is from 10A to
To configure total charging 7171
current for solar and utility = 100A for 3.6kw model and
02 chargers. from 10A to 120A for 5.6kw
(Max. charging current = model. Increment of each click
utility chargllng current + m— & C M is 10A
solar charging current) 1 :
15
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Appliances (default)
11
I

If selected, acceptable AC
input voltage range will be
within 90-280VAC.

)
1 9
03 AC input voltage range
UPS If selected, acceptable AC
I—I —I input voltage range will be
I | —l within 170-280VAC.
, Ed —
i -
180 | |
Saving mode disable If disabled, no matter
(default) connected load is low or high,
I—I I | the on/off status of inverter
I | _l output will not be effected.
. T rC
04 Power saving mode a0
enable/disable -
Saving mode enable If enabled, the output of
. inverter will be off when
I ”—I connected load is pretty low or
= not detected.
Tl
A1
AGM (default) Flooded
, BN E
- e Ny
[T [ .y
05 Battery type - ~ - .
User-Defined | f fAesfeirnedo i s
I_I I_ battery charge voltage and low
| | _| DC cutoff voltage can be set
- up in program 26, 27 and 29.
Ew
181 o
16
FIlin Energy
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Pylontech battery
1=
| _I

SETTING!

ES -
sy
[

If selected, programs of 02, 26,
27 and 29 will be automatically
set up. No need for further
setting.

WECObattery
711Z
||

*rr
LC L

If selected, programs of 02, 12,
26, 27 and 29 will be auto -
configured per battery supplier
recommended. No need for
further adjustment.

Soltaro battery
1=
|

If selected, programs of 02, 26,
27 and 29 will be automatically
set up. No need for further

05 Battery type setting.
. B ——
Z Il
-
LIb-protocol compatible battery | Sel ect ALI bo i f
I—I I— battery compatible to Lib
I | _l protocol. If selected, programs
- of 02, 26, 27 and 29 will be
- automatically set up. No need
| for further setting.
-1 L
3" party Lithium battery If selected, programs of 02, 26,
I—I I— 27 and 29 will be automatically
| | _| set up. No need for further
setting. Please contact the
} ™ battery supplier for installation
N procedure.
L1 'L
Restart disable (default) Restart enable
Auto restart when I—l l_l I_l I_l
06
overload occurs
, Eh Eh -
| L | [
[ I [ I I
17
FIlin Energy
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Restart disable (default) Restart enable
07 Auto restart when over I—l I I_l |
temperature occurs
Ev Ev
|— I— _J SETTING! I— I_
| T | = E
220V 230V(default)
—_ = ‘ B -
171 151
E L L S | 8
08 Output voltage
240V
' é&_
1T
=] L
50Hz (default) 60Hz
09 Output frequency - -
s = I = — I
1 (i
Maximum utilit i i
charging curre)r/n 30A (default) For 3.6K model, setting range is
from 2A, then 10A to 100A. For
Note: If setting value in { { 5.6K model, setting range is
11 program 02 is smaller from 2A, then 10A to 120A.
than that in program in Increment of each click is 10A.
11, the inverter will B
apply charging current | 1] min
from program 02 for =1 .
utility charger.
46V (default) Setting range is from 44V to
. . —_ 57V. Increment of each click is
Setting voltage point | _|
back to utility source || 1v.
12 when selecting i S B U o -
(SBU priority) in
program 01. EA M=
1
18
FIlin Energy
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5% (default)
| —l
[

=
e |_ I_

HE = |

I f AWECO batter
program 05, the setting value
will be fixed at 5% of connected
battery capacity.

13

Setting voltage point
back to battery mode

(SBUpriority) in
program 01.

Setting range is FULand from 48V to 64V. Increment of each click

is 1V.

when selectingi SB U 0

Battery fully charged

S Z 111

54V (default)

Eh

SETTING| I— I |

10% (default)

[T
[

I f AWECO batter
program 5, this parameter value
will be displayed in percentage
and value setting is based on
battery capacity percentage.
The setting range is from 10%to
100%. Increment of each click is
5%.

16

To configure charger
source priority

If this inverter/charger is working

in Line, Standby or Fault mode,

charger source can be programmed as below:

Solar first

SETTING|

2 —
I
Lo LI

Solar energy will charge battery
as first priority.

Utility will charge battery only
when solar energy is not
available.

Charger source priority:

Solar and Utility (default)

B
— 1|
T

SETTING|

Solar energy and utility will
charge battery at the same time.

Only Solar

B —
-
Ll ILd

SETTING|

Solar energy will be the only
charger source no matter utility
is available or not.

Fl in

Energy
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Alarm on (default)
[l
[l

Alarm off

18 Alarm control
Ev EA
— LT 1=
EEEp N [y
Return to default display screen | If selected, no matter how users
(default) switch display screen, it will
- automatically return to default
I I—I display screen (Input voltage
= /output voltage) after no button
is pressed for 1 minute.
1= —
C Iz
19 Auto return to default = Ol
display screen
Stay at latest screen If selected, the display screen
| I—I will stay at latest screen user
| —l finally switches.
o o
=
Backlight on (default) Backlight off
20 Backlight control - B
. — . B -
[l 1] | =
L LA] | = ]
Alarm on (default) Alarm off
Beeps while primary |_ |_ I_ |_
22 L
source is interrupted
Eh Edv -
i IJ 1=
| ELYY, ] [T
Bypass disable(default) Bypass enable
Overload bypass: :l :l :| :l
When enabled, the unit |_ _| |_ _|
23 will transfer to line mode
if overload occurs in
battery mode. e T E’T LIC
. |
20
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Record enable (default)

Record disable

25 Record Fault code
E ' &
C I L e
Tl i = |
56.4V (default) If i Ber-Definedois selected in
_l I_ program 5, this program can be
' I— I—l set up. Setting range is from
26 Bulk charging voltage - 48.0V to 64.0V. Increment of
(C.V voltage) o
— = '-T’T— — each clickis 0.1V.
- JE
54V (default) If UserDe f i issededted in
N program 5, this program can be
. . I—I I set up. Setting range is from
27 Floating charging - 48.0V to 64.0V. Increment of
voltage
each clickis 0.1V.
e L?T_I [
| S R
Single: This inverter is used in Parallel: This inverter is operated
single phase application. in parallel system.
— Cl I o é’TZI ||
I -
L1 phase: L2 phase:
AC output mode e R
*This setting is only _| |_| _| |_|
28 available when the l_ |_| |_ |_|
inverter is in standby
mode (Switch off).
B =N
A0 ar =
L3 phase:
E"\_I 17
a4
21
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29

Low DC cutoff voltage

42.0V (default)
1

If UserD e f i isseledted in
program 5, this program can be
set up. Setting range is from
40.0V to 54.0V. Increment of
each clickis 0.1V. Low DC cut

: Eh
il N R off voltage will be fixed to
L k4 P .
setting value no matter what
percentage of load is connected.
| fUserD e f i mseelkecdted in program 05, this program can be set
up.
Automatically (Default): | If selected, inverter will judge this
—I —I charging time automatically.
é\I'_I | 11
ginim
5 min The setting range is from 5 min to 900
—_—— min. Increment of each click is 5 min.
32 Bulk charging time _I _I
(C.V stage) _l I_
-
900 min
A
i
S
I f AFI oodeDledf iore didUsiesr sel ect ed
program can be set up.
Battery equalization Battery equalization disable (Default)
33 Battery equalization _I _I _l _l
TET L
[ Y.
22
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58.4V (Default) Setting range is from 48V to 64V.
:l |_| Increment of each click is 0.1V.
4 Battery equalization _| |
voltage
| ﬁ_ 11
E.7 Sk
60min (Default) Setting range is from 5min to 900min.
—I l_ Increment of each click is 5min.
35 Battery equalized time -
e ——
—
I
120min (Default) Setting range is from 5min to 900 min.
—I ]— Increment of each click is 5 min.
36 Battery equalized _I I_l
timeout
| 711
(.
30days (Default)
_I I Setting range is from 0 to 90 days.
37 Equalization interval - Increment of each click is 1 day
BN —
N
L
Enable Disable (Default)
BET HaE
Equalization activated - — — -
39 | el MC Moo
immediately
If equalization function is enabled in program 33, this program can
be set wup. I f AEnabled is selec
battery equalization immediately and LCD main page will shows
i 1o. 1 f ADisabl is selected,
until next activated equalization time arrives based on program
37setting. I— lotwibkl thoe,bd& show
Not reset (Default) Reset
Reset all stored data for I_H I _“
40 PV generated power and -
output load energy ~ )
T | L
- ~ aC
23
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Not reset (Default) Reset
2] -]
I I
83 Eraseall data log
Ed S
i iy |
LA L s |
3 minutes 5 minutes
-1 1
1 1
B En
I—
. 0
10 minutes (default) 20 minutes
Data log recorded _ —
interval |_| |_| I_I I_I
84 *The maximum data log I_l | _l
number i s 14
over 1440, it will re - E — e ——
write the first log. I D - |:| E
30 minutes 60 minutes
I1_| —1_|
I 1 =
E E
rl I
- 2L
I—I I— For minute setting, the range is from 0 to
[ I e
85 Time setting 7 Minute
I l_%‘ I
EL I
—I I— For hour setting, the range is from 0 to 23.
1
86 Time setting i Hour
Eh
H 111 I
() I
171 For day setting, the range is from 1 to
[
87 Time settingi Day Ea
|
24
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For month setting, the range is from 1 to
12.

88 Time settingi Month
Eh |
MONTH I
|—| I—I For year setting, the range is from 17 to
I I
89 Time setting 7 Year
E
:' I—I
|
Enabled (default) Disable
On/Off control for RGB .
LED O | O |
o1 *tds necessarf _l | —I |
this setting to activate
RGB LED lighti A EN
e =y =
function. = |
Low Normal (default)
07 1
2= =l
N =
I Nalal®
L I
92 Brightness of RGBLED -
High
.
|
=3
e LIl
[Tl
Low Normal (default)
03 -]
o I
= £
- | 1] minl
03 Lighting speed of RGB - | T
LED High
-]
= 2]
E
|1l
1l
25
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Power cycling

Power wheel

fs=rmct e é_
FLY HLH
94 RGB LED effects - -
Power chasing Solid on (DefaulltlI I
1| it
iy .
e Hru et
ML e
LEDlighting portion will be changed by
Solar input power in | the percentage of solar input power and
watt nominal PV power.
I—”— I f ASolid ono is se
—l = will light up with background color setting
in #40.
- I f APower wheel 0 is
N ring will light up in 4 levels.
! H I f Acyclingd or dAch
#38, LED ring will light up in 12 levels.
Data presentation for ) LED lighting portion will be changed by
data color Battery capacity battery capacity percentage.
*Energy source (Grid- percentage (Eefailt) I f ASolid ond is se
o5 P\tBattery) and battery I—I l— will light up with background color setting
charge/discharge status =l = | in #40.
only available when RGB I f APower wheel 0 is
LED effects is set to 4, —ring-will light up in 4 levels.
Solid on. o I_II_FIf Acyclingd or Ach:i
~ | LED ring will light up in 12 levels.
LED lighting portion will be changed by
Load percentage. load percentage.
I—”— I f ASolid onodo is se
:l :l will light up with background color setting
in #40.
_ I f APower wheel 0o is
] N ri\ng will light up in 4 levels.
L Hr I f Acydlcihrmgd n@grdo i s
#38, LED ring will light up in 12 levels.
26
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Energy source (Grid-

P\:Battery) If selected, the LED color will be
|:| |: background color setting in #40 in AC
_l ) mode. If PV power is active, the LED color

will be data color setting in #41. If the

- remaining status, the LED color will be set

'L:|— I~ I in #42.

= LD
Battery

charge/discharge status

If selected, the LED color will be
background color setting in #40 in battery
charging status. The LED color will be data
color setting in #41 in battery discharging

Background color of

':I | status.
I
Pink Orange
gE —
|
B ] - “H
PI [ 1 1T H
Yellow Green
HE HE
I I
- Ed - =N
H — 1 — L E
[ I

96 Blue Sky blue (Default)
RGB LED I_ l_
Y T
DL L ]
Burol Other: If selected, the background color is
urple
P set by RGB via software.
SLIMG &
PUF | ="n
=
27
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Pink Orange
1 9 1l
I I
i | I E%I'II
FII | L™ H
97 Data Color for RGB LED
Yellow Green
IEI 1 IEI B
I I
E - E
— 1 — 1
Ifl - - (g E
Blue Sky blue
= =l
|
] - %
oL L ShL
97 Data Color for RGB LED Other: If selected, the background color is
Purple (Default) .
set by RGB via software.
0 =h
I
PUF i
- [y H
Pink Orange
1 IZ1”]
AL AL
Background color of B e
RGB LED gy e i
08 *Only available when i LI T
program 95 is set as Yellow Green
AEGSO Energy I—”—I I—I—I
(Grid-P\tBattery). —l I—l =5 _l
Try | == L
dC L L C
28
FIlin Energy




FIl i nMar v e |W-4AVBPW TS 05l. abrk

Blue Sky blue (Default)
1] 1
Ll I
=N
111 Ié’T-| |
MU 0L
Other: If selected, the background color is
Purple .
set by RGB via software.
i CIC]
- ]
éT‘II [ Eh
mur T 1
I
Once access this program, ity

button to select timer setting for output source priority. There are
14y seV¥o fiput tPore stso A
ti mer opti o n 5T hteon , C oprr feisrsm it i Ao
or Vi adjust starting
from 00 to 23. Increment of each click is one hour. Pre s s ¢

three timers

button to

confirm starting time setting.Next, the cursor will jump to right

) ) column to set up end time. Once end time is set completely, press
Timer Setting for Output | _, ,. ) .
o ¢4y to confirmall setting.
Source Priority o - . .
Utility first timer Solar first timer
9 1] | [IZ L Z1
|| ] |
3| E"— ) E =
- P Ay o3 == 77
~ 1 1 R I | | 1 O S |
SBU priority timer
=
Mt J-
L L
i i Once access this program, i t 4+
Timer Setting for ) . o
o button to select timer setting for charger source priority. There are
Charger Source Priority _ R L .
three timers t%oseYoutputtPcrestson
“ || | timer option. Then, pr!—'_x‘)s tlo confirm ti e
100 “_”_l or¥id button to adjust starting
from 00 to 23. l ncrement o f¢d1s a
p— B — confirm starting time setting.Next, the cursor will jump to right
I_ I_| Fl column to set up end time. Once end time is set completely, press
;=15 to confirmall setting.
29
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Solar first Sloar and utility
I =1
[ A1

RS . 37
[0 ] ) | [

Only solar
1=
| I

[ I‘%\ 1
[ S I

USB Function Setting

There are three USB function setting such as firmware upgrade, data log export and internal parameter re-

write from the USB disk. Please follow below procedure to execute selected USB function setting.

Procedure LCD Screen
Step 1: Insert an OTGUSB disk into the USB port (, ). I H:| I_l
Step2: Pr e.t).c‘J ibutton to endeting USB functi o
— E
Step 3: Please select setting program by following the procedure.
Program# Operation Procedure LCD Screen
After entering USB <4—In cht U totno s etf |||:||_
Upgrade Aupgrade firmwareo function. T I—“ I—l
firmware firmware. If firmware upgrade is needed, please check with your
dealer or installer for detail instructions. — S
After entering USB function setting, pr e sWofdbutton t I— I— |
Re-write tofRer i te internal parameterso- :“:|:
internal write all parameter settings (TEXT file) with settings in the USB
parameters disk from a previous setup or to duplicate inverter settings. Ea
Please checkwith your dealer or installer for detail instructions. o
After entering USB function setting, pr e sWofibutton t | T
switch to fiexport data |l ogo fu —
LCD. Feddsbufiton to confirm the
log. — Er
Export data _
L0C
I f the selected functid‘l:il::a‘).s P regq
f«<d5 button to confirm the seleq AI_I:P:I

Fl in
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screen.

Pre 45 fibutt on

will disappear aftert hi s
button to return to main screen .

Or pr¥ésbidatton to

to select fYes( | |_||—

c c().@ |_ |_| |_|

action is

sel ect i No

==

If no button is pressed for 1 minute, it will automatically return to main screen.

Error message:

Error Code Messages
1 | No USB disk is detected.
1L
B USB diskis protected from copy.
L
] 5] Document inside the USB disk with wrong format.

If any error occurs, error code will only show 3 seconds. After 3 seconds, it will automatically return to

display screen.

LCD Display

The LCD display information will be switched in turn b y

press .Aru‘)g o ¥id &1 b i tTheosalectable

information is switched as the following table in order.

Selectable information

LCD display

Input Voltage=230V, Input frequency =50Hz

| )
| AGM | I— '—“ | eunmcmmv
o® Hii _lv 7

BATT LOAD
Bl o
Utility voltage/ Utility frequency @—‘ r AC ouwm
C L L,
I E I_II_I I
i e L [{a
I
:I I‘I I I
- 2 4 i
Default PV voltage=260V, PV current—2 5A, PV power=1500W
N
Display I ml— l—” I | § IJ
Screen PR “ | | e J
- s B [y
BATT LOAD
[ 75 | 50 [Q=iN g
PV voltage PV current/ PV power v I_I ’/ i(i oirlplul ‘ ’ _I l_ I_
v
I O o | P g |
[ = |
I ua [ . a
= - [IZ 1T
oo || iy O (s M 1 1 [ w
) || e |
Battery voltage, charging stage/ ,
_ Battery voltage=50.4V, Bulk charging voltage=56.4V,
Configured battery parameters/ ,
. . ) Charging current=20A
Charging or discharging current
31
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mIIII

"R, |

| 75 | 50 [ 2

P
M

I_l Hz

iy ]
CLia
LOAD

Acoureur
Flu
C oL
Z I
[

4

ﬂrﬂ‘
C L.
QLA

[Z 1
I w

Battery voltage, charging stage/
Configured battery parameters/
Charging or discharging current

Battery voltage=53.9V, Floating charging voltage=54.0V,
Charging current=2A

®

FLOAT

1

I_ _I I_I FLOAT j “__IVW

e~ 1710,
BATT
| 75 | 50 [N

1.
M

I_I Hz

CHARGING
| J
Ca
LOAD
pesin 5oy | 75 |

AC OUTPUT

|
C I
CILL

4

=
e
C. 2l

[IZ 7171
Il w

Battery voltage=50.4V, Low DC cut-off voltage=44.0V,
Discharging current=20A

®

END

I II IDJ

;\\“ ;L _l I_l | DISCHA:RIGING J
DefaUIt BATT I_ I—IA LOAD
Display [ 100 | 75 [ oo RN — T
Screen e s ASOUTEAT —_—
== Il
I, _ I I
[ IZ I I
I wz It e Il a
I
remu I I T I A A 2
B I o ol B -
Output voltage=230V, Output frequency=60Hz
i "ORH.]
I_ I_I I I CHARGING !
e%{ i | A =y
BATT T LL'A LOAD
Output voltage, load in VA load in ERlmr o2 ATS
Watt switch every 5 second Output e _ _ACOUTPUT _ _
frequency I I ’7 I ” IV ” I I
LI, | CIL l CO,
[ I 6 | /i
I bz I —.a
o ] g 1A e O 8 EWHD
| DAY |
W I "
32
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Output voltage, load in VA load in

Load in VA=550VA Output frequency=60Hz

eﬂ

BATT

ﬂgmrmn

| 75 | 50 [

0

| ﬂ

CHA_RGIN_G
[y J
—Lla
LOAD
mis 1 1R

Watt switch every 5 second/ Output _ AC OUTPUT ———
frequency o CEn, | IR &
P | O N
[ I i | 15
I wz I —.—la
parrer IZ 11
= II I II l. II_I o
Loadin Watt:GOOV-\-/ autpu?frequerlcy 60Hz
r[ —_ CVI:IEI.LH
@O e
so” LT
BATT LOAD

Output voltage, load in VA load in Bl ) /a1

Watt switch every 5 second/ Output s _ ACOUTPUT _ 3}\

frequency I I ’» | ” | ‘ | |
P B | O o |
[ — I i |
I w2 I —._la

e g IZ 1M1

Default |_| - II_I o
Display Real date Dec 14, 2020.
Screen j v E Il 1

AGM |— | I I :l | IV

(O | S A V= 1
BATT LOAD

[ 75 [ 5o [l K&

Real date. o . _AGOUTRYT —_—— _
IEE R
=i it R e et
[ | i M 4 =
I ha [ . da

[IZ T
e I _
T 1S o |
Real time 11:31.
I I_iI_Ir‘l W
— ) — i v
m I I I I I - DECHLRGING
® - L 20
BATT LOAD
[ 100 | [ 75 [ oo RN
Real time. e AC OUTPUT
== u
I, _ I I
¥ = I
[ I Il a
=N i
|| —

PV energy generation today

PV energy generation today = OWh.

FIlin Energy
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J P "5
I |

e~ LT

BATT

B4, |

=y J
El s
LOAD

| 75 | 50 [ i

AC OUTPUT
[l 11,
e -

Il

|_| |_| | |

rl crn [
Ll Dl il
IWals
11w

Wh

PV energy generation this month

PV energy generation this month = 0.

® ™[I
e-o LT

BATT

f "GEY,)

5kwh.

" J
Ell
LOAD

| 75 | 50 [ i

AC OUTPUT
[l 101,
e = Il

— 1y

rl crin [
Ll Dl il
Ials

ST s
[ (5w 1AL

PV energy generaton this year

PV energy generation this year = 0.5k Wh,

I I— I I CVI:lEll m
eo® i, EDJﬁ
BATT =

| 75 | 5o | g g

AC OUTPUT
[l 11,
L. -

1= I_
-

N o ol
Ll m[ R I
I

oJ [c
T LI, ] [

Total PV energy generaton

Total PV energy generation = 0.5kWh.

o I
_le=cEy
eo® LI, auJﬁ
BATT =

| 75 | 5o [N g

AC OUTPUT
[l 10,
L. -

] =l |-
w COL

n C
Liwe | L.
=

ol Mc
e pu B |

Load output energy today

Load output energy today = OWh

FIlin Energy
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-

|| II 11
ml— I—II I END “—IV
% DISCHARIGING
]l M=
) 1 —ll— Lk
BATT LOAD
[ 100 | 75 [ oo SNG4
o2 AC OUTPUT
i =10 |V \ M
B A e | A Ll
1 Il I
[ I A
— 1
s || | 1 _lw

[

Load output energy this month

[

® ™[l

UPsS

Load output energy this month = 0.4 kWh
1T W

e | Ly

% DISCHARGING
o - L, TH
¥ 1 _ —la
BATT LOAD
[ 100 | 75 [ oo SETENC—
AC OUTPUT
I I —107, |1
el V I— —| I— {m I—lV
[ 1 I
| ke I Ia
- I
4 04~ O

Load output energy this year

BATT

il — ENDll.I—I
) @ " | III

Load output energy this year = 0.4 kWh

(I
v
DISCHA_RGING

cL.)

LOAD

uPs

I,
[
|_| Hz

[ 100 | 7 [e0 N — T

AC OUTPUT
|| H '
=1
It e

i

YEAR I— I—l I— -

| kWh

e
M
Ll
M

I w

Load output total energy.

®

BATT

Load Output Total energy = 0.4 kWh.

(I J

| AGM | I— I—I I I END | “—I

DISCHARGING

cLl.)

LOAD

uPs

I,
[
l_l Hz

[ 100 | [ 75 [ oo RN — T

AC OUTPUT
|| “ '
Crr
CILiL

- 11
- 11

e
M
Ll
M

I w
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Main CPU versionchecking.

®

BATT

Main CPUversion 00050.72.

| AGM | I— |—I I I END | “—IV
— —

[ W

| =

LOAD

uPs

[ 100 | [ 75 [0 g — A

AC OUTPUT
1 1171, 1
p - e
M CI M
Llw DI b, Ll
W M
TR Llw
Ll 13 iC

Secondary CPU versiorchecking.

®

BATT

Secondary CPU version 00022.01.

—_— —

[ J

| A M=

LOAD

uPS

I,
[
l_l Hz

[ 100 | 75 [ o0 SECINC— AT

AC OUTPUT

111, 1

— I I
il N
|

I a

M
N lnl
LCCC L | i

Wi-Fi version checking.

[

]S

BATT

Wi-Fi version 00088.88.

—_— eo | 1L
. I_ I II_I DISCHARGING
|y M=

(I J

UPsS

[ 100 | [ 75 [0 T g 5 T, |

LOAD

AC OUTPUT
1 —1Z1I, |1
I, - 1l I
[ = 11 I
I_I Hz |_” I Hz I_lA
g I
L1z I—lw
I =
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Operating Mode Description

Operation mode Description

LCD display

Standby mode

Note:

*Standby mode: The
inverter is not turned on

No output is supplied
by the unit but it still
yet but at this time, the can charge batteries.
inverter can charge battery

without AC output.

Charging by utility and PV energy.

&

_FWI 1, Tﬂrg
g | I || L

- “ I
f = e 2 1

e iy
e~ LI =T
W7 AC —_
— e el V _“JA
BATT LOAD
Ry o)

I I
N e I

(]
“1la

Charging by utility.

S S—
24,

[ i TR
HNEIR i
%%:L Ly _||_|J

BATT LOAD

Bl o\

1, 11
I ||

I [ (]
I [ ™ A
| I
I
Charging by PVenergy.
e
f ['AGM | — —| |—| :|l:|._lvw

%@1

} I CHARGING
® 2y =
— ol o e _| |_| A
BATT LOAD
[ 75 [ 50 [N

1 'l
P |

APL

Tﬂﬁg
Ly

[ I ZI1
[ P [ —lla
[ I
[y
No charging.
j — I W
—_— w |
o i | ) e
e® o | PR
—— I{a
BATT LOAD

[ 100 [ ["75 [ =50 T ST
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Operation mode Description LCD display
No charging.
o[ 1
Fault mode ] L
Note: @&3»1 _l ” " I J
- - I_la
*Fault mode: Errors are BATT LOAD
caused by inside circuit No output is supplied | ae. ey .
error or external reasons by the unit. I—I I_l —I I_l |_|
such as over temperature, I |V | IV | lv
output short circuited and 71 I
[ ha Il v Il a
so on. =
: _| I_ FAULT I_I
i !
Charging by utility and PV energy.
& =~ “SEH
LTI . e
\ | | =y
BATT LOAD
[ 100 [] -5 [P TCINAEINTS, | s |
_ e s it Ll L — _
/10 A3 'I||
Vo | —
Z I ¥ 11
| | I ._|A
I
e fw
Charging by utility.
‘Jj CAGM B el e B CV|:IE| |vw
I I I I I CHARGING
1 |V V= Y
BATT LOAD
The unit will provide [ 100 [ [ 75 [ oo RN |
output power from the @U_PS N SCOUTEUT —
Line Mode mains. It will also | I H I | I H I I I
charge the battery at T vomp = C e i
line mode. I | | | :::A
I—lw
| fSUB (sol ar f i r s toQtputissurces
priority and solar energy is not sufficient to provide the
load, solar energy and the utility will provide the loads
and charge the battery at the same time.
Uj "AGM B el e B CVI:ILll IVJ
C —_
1 | |
BATT LOAD
[ 100 | [ 75 [0 gl i1 1EER
bom—— Acoureur —®
ENAN=E
———V||| | [t e
Z I ¥ A -
I _I I_Il_l H2 .1
Z I
A w
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Operation mode

Description

LCD display

Line Mode

The unit will provide
output power from the
mains. It will also
charge the battery at
line mode.

| f eiSUe r( sfol ar first) o1
output source priority and battery is not connected,
solar energy and the utility will provide the loads.

[
"AGM | I— I_IV
e L0
BATT e LOAD
Gore—— Acoureur — u‘
o3 50 2kl
¥ — ==t A —
I_I_II_I Z 11 A
I | I l_._I A
Z I
L dw
Power from utility
I
s0 Lo,
BATT LOAD

ACOUTPUT
= _| || i I I

v |

I i [
I L v I{a

Battery Mode

The unit will provide
output power from
battery and/or PV
power.

Power from battery and PV energy.

1™

ml_ —I I—-l END | |l_|v
o€ ﬂa o PR
BATT LOAD

[ 100 | 75 oot TR Ty | 7 |

UPS
AC OUTPUT
I, - = =,

DISCHARGING J

rl e I
Ll w| NI Ol
A
T lw

PV energy will supply power to the loads and charge
battery at the same time. No utility is available.

[ e “DDWJ

-~ | CHARGlNG
oy
s> L~ T,
Uy ™ AT
BATT LOAD
[ 100 | [75 50"t TR TRy | 7

UPS
AC OUTPUT
I, - = =,

M e I
Ll Tl e C s
A
Tl
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Operation mode Description

LCD display

Power from battery only.

1T
ml_ I—I |—I o | Ly
DISCHARGINS
_ |_| |1y =
BATT

Coo [T v PN V/ i 1R

AC OUTPUT

- C Ll

a,.D) J
LOAEN
b — LIA

LOAD

uPs
v

I I I
The unit will provide I e | I a
I
output power from
Battery Mode Putp Lw
battery and/or PV
Power from PV energy only.
power. -
| AGM | I——I LJV
20 oo,
LOAD
e ’/ AC OUTPUT _‘ ,7
L, D C L g, S,
[ I < -
I 1z | —.—la
I
A w
Faults Reference Code
Fault Code Fault Event Icon on
01 Fanis locked when inverter is off. [
02 Over temperature :ll I—I
03 Battery voltage is too high — =
05 Output short circuited. = I—I
06 Output voltage is too high. — I |
07 Overload time out e
08 Bus voltage is too high [~ =
09 Bus soft start failed = I—
10 PV over current =
11 PV over voltage =
12 DCDC over current e I—I
51 Over current = I:l I
40
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52 Bus voltage is too low - IEI El
53 Inverter soft start failed L IE' EI
55 Over DC voltage in AC output ™ IEl IEl
57 Current sensor failed L El _I
58 Output voltage is too low L |:| Ei

Warning Indicator

Warning Warning Event Audible Alarm Icon flashing
Code
01 Fanis locked when inverter is on. Beepthree times every I A
second i |
02 Over temperature None E A
03 Battery is over-charged Beep once every second 5' A
04 Low battery Beep once every second I—= A
07 Overload Beep once every 0.5 | |
second oo
/i 1EER TR %@
10 Output power is derated Beep twice every 3 seconds I D A
Communication failure between :| |
32 inverter and display panel None _| |: A
£q Battery equalization None I— E} A
}] P Battery is not connected None I—l I—I A

BATTERY EQUALIZATION

Equalization function is added into charge controller. It reverses the buildup of negative chemical effects like
stratification, a condition where acid concentration is greater at the bottom of the battery than at the top.
Equalization also helps to remove sulfate crystals that might have built up on the plates. If left unchecked, this
condition, called sulfation, will reduce the overall capacity of the batteryy Ther ef or e, itos
equalize battery periodically.

How to A pply Equalization Function
You must enable battery equalization function in monitoring LCD setting program 33 first. Then, you may apply

41
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this function in device by either one of following methods:
1. Setting equalization interval in program 37.
2. Active equalization immediately in program 39.

When to Equalize
In float stage, when the setting equalization interval (battery equalization cycle) is arrived , or equalization is
active immediately, the controller will start to enter Equalize stage.

A

Equalize Voltage

Float Voltage

FLOAT

Equalize charging time and timeout

B

In Equalize stage, the controller will supply power to charge battery as much as possible until battery voltage
raises to battery equalization voltage. Then, constant-voltage regulation is applied to maintain battery voltage
at the battery equalization voltage. The battery will remain in the Equalize stage until setting battery equalized
time is arrived.

A

Equalize
Charging Time
Equalize Voltage |- — ———— I
Absorption Voltage |-—
Float Voltage |[——r— — 2o nrm s

EQUALIZE

However, in Equalize stage, when battery equalized time is expired and battery voltage d o e tsrise@o battery
equalization voltage point, the charge controller will extend the battery equalized time until battery voltage
achieves battery equalization voltage. If battery voltage is still lower than battery equalization voltage when
battery equalized timeout setting is over, the charge contro ller will stop equalization and return to float stage.

A

Equalize Charging
Timeout
Equalize Voltage e

Absorption Voltage |- ——

-y . — 1
Float Voltage / ABSORPT. FLOAT
BUEK
EQUALIZE
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SPECIFICATIONS

Table 1 Line Mode Specifications

INVERTER MODEL

3.6KW 5.6KW

Input Voltage Waveform

Sinusoidal (utility or generator)

Low L oss Return Voltage

Nominal Input Voltage 230Vac
170Vact7V (UP9
Low L oss Voltage :
90Vac+7V (Applianceg
180Vact 7V (UPS;

100Vact 7V (Applianceg

High L oss Voltage 280Vact7V
High L oss Return Voltage 270Vact7V
Max AC Input Voltage 300Vac

Nominal Input Frequency

50Hz / 60Hz (Auto detection)

Low L oss Frequency 40+1Hz
Low L oss Return Frequency 42+1Hz
High L oss Frequency 65+1Hz
High L oss Return Frequency 63+1Hz

Output Short Circuit Protection

Line mode: Circuit Breaker
Battery mode: Electronic Circuits

Efficiency (Line Mode)

>95% ( Rated R load, battery full charged )

Transfer Time

10ms typical (UPS);
20ms typical (Appliances)

Output power derating:

power will be derated.

When AC input voltage drops to 95V or
170V depending on models, the output

Output Power
A

Rated Power

50%
Power

»

90V 170v 280V |nput Voltage

FIlin Energy
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Table 2 Inverter Mode Specifications

INVERTER MODEL

3.6KW

5.6KW

Rated Output Power

3.6KVA/3.6KW

5.6KVA/5.6KW

Output Voltage Waveform

Pure Sine Wave

Output Voltage Regulation

230Vac+5%

Output Frequency

60Hz or 50Hz

Peak Efficiency

90%

Over load Protection

5s @015 0 % 10s@H@Po~150% load

Surge Capacity

2* rated power for 5 seconds

Nominal DC Input Voltage 48Vvdc
Cold Start Voltage 46.0Vvdc
Low DC Warning Voltage

@ load < 20% 44.0vdc
@ 20% O load < 50¢ 42.8Vvdc
@ |load O 50% 40.4Vdc
Low DC Warning Return Voltage

@ load < 20% 46.0Vdc
@ 20% O load < 50¢ 44.8Vdc
@l oad O 50% 42.4Vdc
Low DC Cut-off Voltage

@ load < 20% 42.0Vdc
@ 20% O load < 50¢ 40.8Vdc
@ load O 50% 38.4vdc
High D C Recovery Voltage 64Vdc
High DC Cut-off Voltage 66Vdc

FIlin Energy
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Table 3 Charge Mode Specifications

Utility Charging Mode

INVERTER MODEL 3.6KW 5.6KW
Charging Current  (UPS)
) 100A 120A
@ Nominal Input Voltage
Flooded
. 58.4
Bulk Charging Battery
Voltage AGM / Gel
56.4
Battery
Floating Charging Voltage 54Vdc
Overcharge Protection 66Vdc
Charging Algorithm 3-Step

Charging Curve

Battery Voltage, per cell Charging Qurrent, %

2.43Vdc (2.35Vdc)

Voltage
2.25vdc g

-~ 100%

-+ 50%

TO TL
IT1=10* TO, minimum 10mins, maximum 8hrs
Qurrent

(Constant Qurrent) (Constant Voltage)

Solar Charging Mode (MPPT type)

INVERTER MODEL 3.6KW 5.6KW

Rated Power 5000W 6000W

Max. Charging Current 100A 120A

Max. PV Array Open Circuit Voltage 500Vvdc 450Vvdc

PV Array MPPT Voltage Range 120Vdc~430vdc

Max. Input  Current 18A 27A
Table 4 General Specifications

INVERTER MODEL 3.6KW 5.6KW

Safety Certification

CE

Operating Temperature Range

-10°Cto 50°C

Storage temperature

-15°C~ 60°C

Humidity

5% to 95% Relative Humidity (Non -condensing)

Dimension ( D*W*H) , mm

140 x 295 x 468

Net Weight, kg

11 12
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TROUBLE SHOOTING

Problem

LCD/LED/Buzzer

Explanation / Possible cause

What to do

Unit shuts down
automatically
during startup
process

LCD/LEDsand buzzer
will be active for 3
seconds and then
complete off.

The battery voltage is too low
(<1.91V/Cell)

1. Re-charge battery.
2. Replace battery.

No response after
power on.

No indication.

1. The battery voltage is far too
low. (<1.4V/Cell)

2. Battery polarity is connected
reversed.

1. Checkif batteries and the
wiring are connected well.
2. Re-charge battery.

3. Replace battery.

Mains exist but the
unit works in

Input voltage is
displayed as 0 on the
LCDand green LED
is flashing.

Input protector is tripped

Checkif AC breakeris tripped
and AC wiring is connected
well.

1. Checkif AC wires aretoo
thin and/or too long .

battery mode Green LEDis Insufficient quality of AC power. 2. Check_if gene_rator (if _

' flashing. (Shore or Generator) applied) is working well or if
input voltage range setting is
correct. (UPSA Appliance)

Green LEDis SetfiSolarF i r as the@priority of Change output source
flashing. output source. priority to Utility first.
When the unit is
turned on, internal | LCDdisplay and Battery is disconnected Checkif battery wires are
relay is switched on | LEDs are flashing ) connected well.

and off repeatedly.

Buzzer beeps
continuously and

Fault code 07

Overload error. The inverter is
overload 110% and time is up.

Reduce the connected load
by switching off some
equipment.

Fault code 05

Output short circuited.

Checkif wiring is connected
well and remove abnormal
load.

Fault code 02

Internal temperature of i nverter
component is over 100°C.

Check whether the air flow of
the unit is blocked or
whether the ambient
temperature is too high.

Fault code 03

Battery is over-charged.

Return to repair center.

The battery voltage is too high .

Checkif spec and quantity of
batteries are meet
requirements.

red LEDis on. Fault code 01 Fan fault Replace the fan.
Output abnormal (Inverter 1. Reduce the connected
Fault code 06/58 voltage below than 190Vac oris load.
higher than 260Vac) 2. Return to repair center
Fault code : .
08/09/53/57 Internal component s failed. Return to repair center.
Fault code 51 Over current or surge. o
Restart the unit, if the error
Fault code 52 Bus voltage is too low. happens again, please return
. to repair center.
Fault code 55 Output voltage is unbalanced. P
. If the battery is connected
Battery is not connected well or .
Fault code 56 . well, please return to repair
fuse is burnt.
center.
46
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Appendix I: Parallel function

1. Introduction

This inverter can be used in parallel with two different operation modes.

1. Parallel operationin single phase is with up to 9 units. The supported maximum output power for 3.6KW
is 32.4KW/32.4KVA The supported maximum output power for 5.6KW is 50.4KW/50.4KVA.

2. Maximum 9 units work together to support three -phase equipment. Maximum seven units support one
phase.

WARNING: Please make sure all output N wires of each inverter should be connected always. Otherwise, it

will cause fault in error #72.

2. Package Contents

In parallel kit, you will find the following items in the package:

< —
B _— =
=3 {3
= — —

Parallel board Parallel communication cable  Current sharing cable

3. Parallel board installation

Step 1: Remove wire cover by unscrewing all screws.

communication board.

47
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Step 3: Remove two screws as below chart to take out cover of parallel communication.

Step 6: Connect 2-pin to original position.

Step 8: Put wire cover back to the unit. Now the inverter is providing parallel operation function.

48
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4. Mounting the Unit
When installing multiple units, please follow below chart.

20cm 20cm 20cm

50cm

NOTE: For proper air circulation to dissipate heat, allow a clearance of approx. 20 cm to the side and approx.
50 cm above and below the unit. Be sure to install each unit in the same level.

5. Wiring Connection
NOTICE: | t s required to connect to battery for parallel o]

The cable size of each inverter is shown as below:

Recommended battery cable and terminal size for each inverter:

Ring Terminal Tor Ring terminal:
Model Wire Size Cable Dimensions \?aﬁ:;e Q
mm 2 D(mm) | L(mm)
3.6KW 1*4AAWG 22 6.4 33.5 2-3 "
1*2AWG or
5.6KW 28 6.4 42.7 2~-3
2*6AWG

WARNING: Be sure the length of all battery cables is the same Otherwise, there
will be voltage difference between inverter and battery to cause parallel inverters not working.
Recommended AC input and output cable size for each inverter:

Model AWG no. Torque
3.6KW 12 AWG 1.2~ 1.6Nm
5.6KW 10 AWG 1.2~ 1.6Nm

You need to connect the cables of each inverter together. Take the battery cables for example: You need to

use a connector or bus-bar as a joint to connect the battery cables together, and then connect to the battery

terminal. The cable size used from joint to battery should be Xtimes cablesizei n t he tabXes above
indicates the number of inverters connected in parallel.

Regarding AC input and output, please also follow the same principle.

CAUTION!! Please install the breaker at the battery and AC input side. This will ensure the inverter can be
securely disconnected during maintenance and fully protected from over current of battery or AC input. The

recommended mounted location of the breakers is shown in the figures in 5-1 and 5-2.

49
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Recommended breaker specification of battery for each inverter:

Model 1 unit*
3.6KW 100A/70VDC
5.6KW 140A/70VDC

*If you want to use only one breaker at the battery side for the whole system, the rating of the breaker

should be X times current of 1 unit. fiXoindicates the number of inverters connected in parallel.

Recommended breaker specification of AC input with single phase:

Model | 2 units 3 units 4 units 5 units 6 units 7 units 8 units 9 units

3.6KW 80A/ 120A/ 160A/ 200A/ 240A/ 280A/ 320A/ 360A/
230VAC | 230VAC 230VAC 230VAC 230VAC 230VAC 230VAC 230VAC

5 BKW 80A/ 120A/ 160A/ 200A/ 240A/ 280A/ 320A/ 360A/
230VAC | 230VAC 230VAC 230VAC 230VAC 230VAC 230VAC 230VAC

Notel: Also, you can use 50A breaker for only 1 unit and install one breaker at its AC input in each inverter.

Note2: Regarding three-phase system, you can use 4-pole breaker directly and the rating of the breaker

should be compatible with the phase current limi tation from the phase with maximum units

Recommended battery capacity

Inverter p arallel numbers | 2

3

4

5

6

7

8

9

Battery Capacity

200AH

400AH

400AH

600AH

600AH

800AH

800AH

1000AH

WARNING! Be sure that all inverters will share the same battery bank. Otherwise, the inverters will transfer

to fault mode.

5-1. Parallel Operation in Single phase

Two inverters in parallel:

Power Connection

Fl in

Energy
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Communication Connection

— ® &)
—epEEO O PETEO O

Three inverters in parallel:

Power Connection

Four inverters in parallel:

Power Connection

. N
N L

mr:ﬂt:::ﬂb:::

FIlin Energy

PR | R ——

—— — — — —d
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Communication Connection

— () — @
I:ng—g\OO :@OO

Il
®
1
®

PP O O| | ppmEm= o0

Five inverters in parallel:

Power Connection

Communication Connection

— @ — ®
— o O :'12_510 ®) :II%—gHEO ®

Six inverters in parallel:

Power Connection

I o et e e e e e e e e e e e e e e e e e e —— — —— —
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Communication Connection

— ® = @ — ® — @

e () (B o0 saez EEED O O :?EEOO :@@@OO

lelealealoNe) :Iqa@moo

1l
®
1

Seven inverters in parallel:

Power Connection

1 I I I 1 1 1
I I I 1 1 I 1
1 1 1 1 1 1 1
. H H H H H H I
iy I I I I I

oad "— o — — — e e - — -

e e e e e e —— —— —— ———e— —— — — —( —

Eight inverters in parallel:

Power Connection

I I I I I I

I I I I I
0 0 I I I
H H H H I
TI TI T T I
Sy | HE R | E N | HE R | R |
— e - —— e —— —— — ——e— —— — — — o o e e e —— — — —)
— O — O -] O
o5 P OOH:@@?OOH:@EP?OO‘
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Nine inverters in parallel:

Power Connection

I é I é I % I é I % I I

(i I I I I 1l 1L 1

I I I I I I I 1

—emra—|
——

Communication Connection
%‘?@90 © | | %?@EEO 0‘ Sageppo o |%’??@9®O © | | %?‘?0 O‘ ‘:'??23930 O‘ ’%?'%)@O O‘ |%%’§@ PO 0‘ ‘%%E" o O|
Lt e R I 1 ot B i B T ] P S e Y S N -
5-2. Support 3 -phase equipment
Three inverters in each phase:
Power Connection
P1 P2 P3
A N A
4 Y 4 N 4 Y

Sreocl Prrfrod] Erpfros) Erroc Brpec] Prfrad] Eregecl Erpoc Bprsied
:?\%:@jo o ??EJEEO o F eXe) ??Ej[@o 0 ??@o e} g?q:lqzo e} ??%\o o P@EEE O O ??En 00
| B T S - = oo
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Three inverters in one phase, three inverters in second phase and two inverter for the third phase:

Power Connection

1T T T T T T 1T “m 1"
noF nook nok vk I noob I i %?
11 11 11 1 1 1 1l 1l
I I I | | | I I
" H H H } } } H I
i T 1 g . i I I
5 ft ft ft i i i t 1
Load ET___T________j_________:.'_____" _____ b —— — i —— = — — — — =
O
=5 0 O

Three inverters in one phase, two inverters in second phase and two inverters for the third phase:
Power Connection

1 .,

I I
|
1
|
+ k. I
|
T
+

T

—ama—]
—emm—
o
—ems—

I I
H I

Load [ERSE— [— [E— f— pe——
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Two inverters in each phase:

Power Connection

I I T T I I
I I | | I I
‘ I I | | I I
- b } } - I
I 1l ol .l I I
t t t i t I
I . . | |
13 o e — e e e— e — — — — — — — — — — — — — — — — — — — —
Communication Connection
| P1 P2 P3
= @ - @ = ® = @ = ® —=
:IEEWOO :IEEIOO :IEEOO :lfaEOO EOO ‘:IEEOO

Seveninverters in one phase and one inverter for the other two phases:

Power Connection

T T ([ ([ T T T [ 7
I I i f i f I, I, ik ik ik
I I I I I I I | I
= a a a a a f i 1
it it it H H H H t Il
ad Y T M M e e e — — ‘|
Note : ltds up to customerds demand to pick 7 inverters o

P1: L1-phase, P2: L2-phase, P3: L3-phase.

Communication Connection

A
‘OO?‘?'W‘?' OOO‘ ‘OO?‘?'V‘?' OOO‘ ‘Ooﬁ%@ OOO‘ ‘OO‘?'Y@OOO‘ ‘OOESEQOOO‘ ‘OOT‘%EOO‘ ‘0055@000‘ ‘00@1@000‘ ‘Ooﬁ"?i@ 0o
=] i 5 i i il | |
Note : I f there is only one unit in one phase, this unit
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Or you connect it like as below:

Four inverters in one phase and one inverter for the other two phases:

Power Connection

It It It It

|

|

1 1
| I
+ I
|

t

Lx

2 T T T L | 1
E H H H H I
oad VM N T T T e e -
2 i I
Communication Connection
P1 P2 P3
— @ — @ — ® — @ ) ® —
T maEmE 0 O| | Hee@m®E 0 0| | epmmE o0 0| | HasmeEmo O Moz O O MNammEmmEm O O

Three inverters in one phase, two inverters in second phase and one inverter for the third phase:
Power Connection

utility

Load

GREFz BREz
ol
I
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Communication Connection

| P1 P2 P3
= ) —= ©) — ® — @ — ® =
:IE]!'EI’.!-OO :][POO M amEmEm O O :lOO ‘:OO MHamEmeE O O

Three inverters in one phase and only one inverter for the remaining two phases:

Power Connection

>

ity

N
u
2
3
N
load [}
2
3

Communication Connection

| P P2 P3
— @ —J @ — ® — @ —_ ®
:]EEOO :]EFOO :IEBOO :OO I:]OO

Two inverters in two phases and only one inverter for the remaining phase:
Power Connection

Il Il " L Il
I

It

——61—————6'—————6—————0—————0'

- —— — — — —

Fz BREz
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Communication Connection

P1 P2 P3
— @ — @ — ® — @ — ®
:@OO :@@OO :@@]OO :I@OO I:'@OO

Two inverters in one phase and only one inverter for the remaining phases:
Power Connection

F1 | P2 P3
— ) — ® — ® — @
:@pm‘ (@R @] EEPOO I:'OO I:OO
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One inverter in each phase:
Power Connection

—em—]
[

Communication Connection

P2 P3

— ® — @ — ®
“‘“‘OO :lOO [:'OO

WARNING: Do not connect the current sharing cable between the inverters which are in different phases.
Otherwise, it may damage the inverters.

6. PV Connection

Please refer to user manual of single unit for PV Connection.

CAUTION: Each inverter should connect to PV modules separately.
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6. LCD Setting and Display
Setting Program:

Program Description Selectable option
Single
1
I When the unit is operated alone,
pl ease select ASI
s Clr
= Jal
Parallel When the units are used in parallel
|:I H for single phase application, please
- select APALO in pi
e refer to 5-1 for detailed information.
e 1
-
,*AC output mode L1 phase: When the units are operated in 3-
This setting is able -1 phase application, please choose
to set up only when C id3PX0 to define e
28 the inverter is in It is required to have at least 3
standby mode. Be o inverters or maximum 6 inverters to
sure that on/off p— 1P | support three-phase equipment. | t §
switch is A required to have at least one inverter
status. L2 phase: in each phase or
1 inverters in one phase. Please refers
[ to 5-2 for detailed information.
- Pl ease select #A3P
the inverters connected to L1 phase,
E’\jPE A3P20 in progr aters
- connected to L2 p
L3 phase: program 28 for the inverters
1 connected to L3 phase.
I I Be sure to connect share current
cable to units which are on the same
é'*_l e phase.
ar o Do NOT connect share current cable
between units on different phases.
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Fault code display

Fault Code Fault Event Icon on
60 Power feedback protection L Elll:
71 Firmware version inconsistent e
72 Current sharing fault L ] EI
80 CAN fault E :
81 Host loss = E
82 Synchronization loss o EE
83 Battery voltage detected different L E E
84 AC input voltage and frequency detected different = E L
85 AC output current unbalance L E IEl
86 AC output mode setting is different » E El
Code Reference :
Code Description Icon on
NE Un-identified unit for master or slave I—I E
HS Master unit H 5
SL Slave unit El L

7. Commissioning

Parallel in single phase

Step 1: Check the following requirements before commissioning:
Correct wire connection

, Ensure all breakers in Line wires of load side are open and each Neutral wires of each unit are
connected together.

Step 2: Turn on each unit and set APALO in LCD setti
units.

NOET:1 t 6 s n e c e sdffawitgh whep setting £ GD program. Otherwise, the setting cannot be
programmed.

ng
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Step 3: Turn on each unit.

LCD display in Master unit LCD display in Slave unit
Mes | HH,) s w1 |
@=rCu "= @MU "
eo'® LM, ™ eo > LI 2T
. [ 00 | [ 75 [N ATy | ;| - [ o0 [ [ 7s [P | |
u _AcouTPuT I_l ﬁ OEIPIULI o I_I
I i o | i O I
Il | g Il P [ Il
I iy I
. (L. . . [, .
I I
E W C|
H5 H oL He
NOTE: Master and slave units are randomly defined.
Step 4: Switch on all AC breakers of Line wires i

the same time. If not, it will display fault 82 in following -order inverters. However, these inverters will
automatically restart. If detec ting AC connection, they will work normally.

LCD display in Master unit LCD display in Slave unit
MS \ _ H4, s 44,
@ "I I m,.;m i I_ILI ——
eo~ L™ . eo® alin, .
@M mr-rmr.”_. ST | ] @ El’nrm,&. /i IR -
o T T A B o o T R agrr o 330
Eﬁ#”>EﬂH L, LJUW»LJU L1,
L., L. U, S00. SO0, QA
H5 - oL -

Step 5: If there is no more fault alarm, the parallel system is completely installed.

Step 6: Please switch on all breakers of Line wires in load side. This system will start to provide power to the
load.

Support three -phase equipment
Step 1: Check the following requirements before commissioning:
Correct wire connection
, Ensure all breakers in Line wires of load side are open and each Neutral wires of each unit are
connected together.
Step 2: Turn on all units and configure LCD program 28 as P1, P2 and P3 sequentially. And then shut down
all units.
NOET: 1 t s necessary to tur n o frdm. Gtheiwise; the settmgoannsteet t i ng
programmed.
Step 3: Turn on all units sequentially.

n

LCD display in L1 -phase unit LCD display in L2 -phase unit LCD display in L3 -phase unit
I'{D \ LHJZL L{ 0.
. i @ "1 el I I I

EI_II_{ 39' EUI_lv L L ) Q’O'T |} |v o |.
" Iﬂrlur-m._ SR | ] m Iﬂl’nr_r_ /et 1R | oo [] - [T AT |

no =33 " n n [.33n.] »~ n n | 33an. ~ n

L, - HIJ Il P | Il I Y 5‘ (e

0. 5o 0. 0. GO0 0. 0. GO0 0.

= Llw P2 Llw F3 .

Step 4: Switch on all AC breakers of Line wires in AC input. If AC connection is detected and three phasesare

matched with unit setting, they will work normally. Otherwise, the AC icon will flash and they will not
work in line mode.

| LCD display in L1 -phase unit | LCD display in L2 -phase unit | LCD display in L3 -phase unit
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Step 5: If there is no more fault alarm, the system to support 3 -phase equipment is completely installed.

Step 6: Please switch on all breakers of Line wires in load side. This system will start to provide power to the

load.

Note 1: Toavoido v e r |
in operation first.

Note 2: Transfer time for this operation exists. Power interruption may happen to critical devices, which

cannot bear transfer time.
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8. Tro uble shooting

Situation
Fault | Fault Event Solution
Code | Description
1. Restart the inverter.
2. Check if L/N cables are not connected reversely in all inverters.
Current feedback into 3. For paraIIeI' systgm in single phase, make sure the sharing are
. . connected in all inverters.
60 the inverter is : .
For supporting three-phase system, make sure the sharing cables are
detected. . . ; , .
connected in the inverters in the same phase, and disconnected in
the inverters in different phases.
4. If the problem remains, please contact your installer.
1. Update all inverter firmware to the same version.
' . 2. Check the version of each inverter via LCD setting and make sure the
The firmware version . 3
. . CPU versions are same. If not, please contact your instraller to
71 of each inverter is not . :
the same provide the firmware to update.
’ 3. After updating, if the problem still remains, please contact your
installer.
The o_utput cu_rrent of 1. Checkif sharing cables are connected well and restart the inverter.
72 each inverter is ) .
. 2. Ifthe problem remains, please contact your installer.
different.
80 CAN data loss . L
1. Checkif communication cables are connected well and restart the
81 Host data loss .
Synchronization data nverter.
82 Iois 2. If the problem remains, please contact your installer.
1. Make sure all inverters share same groups of batteries together.
2.  Remove all loads and disconnect AC input and PV input. Then, check
The battery voltage of battery voltage of all inverters. If the values from all inverters are
83 each inverter is not close, please check if all battery cables are the same length and
the same. same material type. Otherwise, please contact your installer to
provide SOP to calibrate battery voltage of each inverter.
3. If the problem still remains, please contact your installer.
1. Check the utility wiring conncetion and restart the inverter.
AC input voltage and 2. Make sure utility starts up at same time. If there are breakers
84 frequency are installed between utility and inverters, please be sure all breakers
detected different. can be turned on AC input at same time.
3. If the problem remains, please contact your installer.
1. Restart the inverter.
AC output current 2.  Remove some excessive loads and recheck load information from
85 P LCD of inverters. If the values are different, please check if AC input
unbalance . X
and output cables are in the same length and material type.
3. Ifthe problem remains, please contact your installer.
1. Switch off the inverter and check LCD setting#28.
2. For parallel system in single phase, make sure no 3P1, 3P2 or 3P3 is
86 AC output mode set on #28.
setting is different. For upporting three -phase system, make sure no i
#28.
3. If the problem remains, please contact your installer.
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Appendix 1l : BMS Communication Installation

1. Introduction
If connecting to lithium battery, it is recommended to purchase a custom -made RJ45 communication cable.
Please check with your dealer or integrator for details.

This custom-made RJ45 communication cable delivers information and signal between lithium battery and the
inverter. These information are listed below:
Re-configure charging voltage, charging current and battery discharge cut -off voltage according to the
lithium battery parameters.
Have the inverter start or stop charging according to the status o f lithium battery.

2. Pin Assignment for BMS Communication Port

Definition
PIN 1 RS232TX
PIN 2 RS232RX
PIN 3 RS485B
PIN 4 NC
PIN 5 RS485A
PIN 6 CANH
PIN 7 CANL
PIN 8 GND

3. Lithium Battery Communication Configuration
LIO -4805/LIO0 -4810 -150A

] o

000

@ o = |
o = B . s "

LIO-4805 LIO-4810-150A

C
C

oL

ID switch

65t

22
-3y

]

(<3

ESS LIO-14810

ID switch

ID Switch indicates the unique ID code for each battery module. It's required to assign an identical ID to each
battery module for normal operation. We can set up the ID code for each battery module by rotating the PIN
number on the ID switch. From number 0 to 9, the number can be random; no particular order. Maximum 10
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